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	 Part #	 2836340
	
	Description	 Inline positioning terminal, without accessories, 1 absolute encoder input, 4 digital inputs 24 V DC, 4 digital outputs 24 V DC, 500 mA, 3- wire connection method 
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values independently after a request. The module constantly monitors the homing and sends status messages to the
control system. When an error occurs, the drive is immediately stopped.
The Inline positioning terminals can be labeled using hinged labeling fields. The fields have insert cards that can be
labeled individually to suit the application. Additionally, there is the ZB-FM-6... Zack strip for labeling the terminal points.
Technical data
Interfaces
Interface
Inline local bus
Type of connection
Inline data jumper
Power supply
I/O voltage
24 V DC (via voltage jumper)
Peripherals voltage range
19.2 V DC ... 30 V DC
Encoder supply voltage
5 V DC
24 V DC
Encoder supply current
500 mA
500 mA
Drawing encoder supply voltage
Main circuit UM
Electrical isolation
Test section
5 V supply, incoming remote bus/7.5 V supply (bus logics) 500 V
AC 50 Hz 1 min
5 V supply, outgoing remote bus/7.5 V supply (bus logics) 500 V
AC 50 Hz 1 min
7.5 V supply (bus logics)/24 V supply (I/O) 500 V AC 50 Hz 1 min
7.5 V supply (bus logics) / functional earth ground of encoder
supply 500 V AC 50 Hz 1 min
24 V supply (I/O) / functional earth ground 500 V AC 50 Hz 1 min
24 V supply (I/O) / functional earth ground of encoder supply 500
V AC 50 Hz 1 min
Functional earth ground of encoder supply / Functional earth
ground 500 V AC 50 Hz 1 min
Absolute encoder input
Number of inputs
1
Adjustable resolution
26 Bit (maximum)
Transmission frequency
400 kHz
Inputs
Number of inputs
4
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	Manufacturer	Part #	Datasheet	Description
	

PHOENIX CONTACT	
2836337
	


167Kb / 6P	   Inline counter terminal block, without accessories, 1 counter input, 1 control input, 1 output, 24 V DC, 500 mA, 3-wire connection method
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	Manufacturer	Part #	Datasheet	Description
	

PHOENIX CONTACT	
2726214
	


189Kb / 6P	   Inline digital input terminal block, without accessories, 4 inputs, 24 V DC, 3-wire connection method

	
2726256
	


185Kb / 6P	   Inline digital output terminal block, without accessories, 4 outputs, 24 V DC, 500 mA, 3-wire connection method

	
2726227
	


201Kb / 6P	   Inline digital input terminal block, without accessories, 8 inputs, 24 V DC, 4-wire connection method

	
2726201
	


204Kb / 6P	   Inline digital input terminal block, without accessories, 2 inputs, 24 V DC, 4-wire connection method

	
2726269
	


197Kb / 6P	   Inline digital output terminal block, without accessories, 8 outputs, 24 V DC, 500 mA, 4-wire connection method

	
2740106
	


194Kb / 6P	   Inline digital output terminal block, without accessories, 2 outputs, 24 V DC, 500 mA, 4-wire connection method

	
2726272
	


233Kb / 6P	   Inline digital output terminal block, without accessories, 16 outputs, 24 V DC, 500 mA, 3-wire connection method

	
2855211
	


152Kb / 5P	   Inline digital output terminal, without accessories, 4 outputs, 24 V DC, 500 mA, transmission speed 2 MBaud, 4-wire connection method

	
2726243
	


187Kb / 6P	   Inline digital output terminal block, without accessories, 2 outputs, 24 V DC, 2A, 4-wire connection method

	
2819037
	


154Kb / 5P	   Inline digital output terminal block, without accessories, 8 outputs, 24 V DC, 500 mA, transmission speed 2 MBaud, 4-wire connection method
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