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	 Part #	 2897758
	
	Description	 Inline bus coupler for EtherNet/IP?? 8 inputs 24 V DC, 4 outputs 24 V DC, 500 mA 
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7537_en_01
PHOENIX CONTACT
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General data
Color
green
Weight
320 g (with connectors)
Ambient temperature (operation)
-25 °C ... 60 °C
Ambient temperature (storage/transport)
-25 °C ... 85 °C
Permissible humidity (operation)
10 % ... 95 % (non-condensing)
Permissible humidity (storage/transport)
10 % ... 95 % (non-condensing)
Air pressure (operation)
70 kPa ... 106 kPa (up to 3000 m above sea level)
Air pressure (storage/transport)
70 kPa ... 106 kPa (up to 3000 m above sea level)
Degree of protection
IP20
Protection class
III, IEC 61140, EN 61140, VDE 0140-1
Connection data: Inline connector
Connection method
Spring-cage connection
Conductor cross section solid / stranded
0.08 mm² ... 1.5 mm² / 0.08 mm² ... 1.5 mm²
Conductor cross section [AWG]
28 ... 16
Stripping length
8 mm
Connection data for UL approvals: Inline connector
Connection method
Spring-cage connection
Conductor cross section solid / stranded
0.2 mm² ... 1.5 mm² / 0.2 mm² ... 1.5 mm²
Conductor cross section [AWG]
24 ... 16
Stripping length
8 mm
Interface: EtherNet/IP™
Number
2
Connection method
RJ45 socket
Note on the connection method
Auto negotiation and autocrossing
Permissible conductor cross section
0.14 mm² ... 0.22 mm² (twisted pair)
Transmission speed
10/100 Mbps (half or full duplex (automatic detection))
Transmission physics
Ethernet in RJ45 twisted pair
Transmission length
max. 100 m
Interface: Inline local bus
Connection method
Inline data jumper
Transmission speed
500 kbps / 2 Mbps (Automatic detection, no combined system)
System limits of the bus coupler
Amount of process data
max. 512 Byte (per station)
Number of supported devices
max. 63 (per station)
Number of local bus devices that can be connected
max. 61 (on board I/Os are two devices)
Number of devices with parameter channel
max. 8
Observe the logic current consumption of each device when configuring an Inline station! It is specified in every
terminal-specific data sheet. The current consumption can differ depending on the individual terminal. The
permissible number of devices that can be connected therefore depends on the specific station structure.
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	Manufacturer	Part #	Datasheet	Description
	

PHOENIX CONTACT	
2897716
	


95Kb / 4P	   IB IL 24/230 DOR4/HC-PAC
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	Manufacturer	Part #	Datasheet	Description
	

PHOENIX CONTACT	
2702131
	


86Kb / 6P	   EtherNet/IP??bus coupler, extreme conditions version, 8 inputs 24 V DC, 4 outputs 24 V DC, 500 mA, complete with I/O connectors

	
2701388
	


1Mb / 34P	   Modbus/TCP(UDP) bus coupler, version for extreme conditions, 8 inputs, 24 V DC, 4 outputs, 24 V DC, 500 mA

	
7649
	


296Kb / 19P	   PROFINET bus coupler, 8 inputs, 24 V DC, 4 outputs, 24 V DC, 500 mA, complete with I/O connectors

	
2703994
	


254Kb / 20P	   PROFINET bus coupler, 8 inputs, 24 V DC, 4 outputs, 24 V DC, 500 mA, complete with I/O connectors

	
2742586
	


116Kb / 7P	   INTERBUS bus coupler, 16 inputs, 24 V DC, 16 outputs, 24 V DC, 500 mA, with connecting plugs

	
2703981
	


151Kb / 7P	   Modbus/TCP(UDP) bus coupler, 8 inputs, 24 V DC, 4 outputs, 24 V DC, 500 mA, complete with I/O connectors

	
2836340
	


162Kb / 6P	   Inline positioning terminal, without accessories, 1 absolute encoder input, 4 digital inputs 24 V DC, 4 digital outputs 24 V DC, 500 mA, 3- wire connection method

	
2700173
	


174Kb / 10P	   Inline, digital input terminal, digital inputs: 8, 24 V DC

	
2832962
	


150Kb / 5P	   Inline Block I/O digital input/output module, Modbus TCP/IP, 16/32 inputs, 24 V DC, 16 outputs, 24 V DC, 500 mA, 2, 3-conductor connection method

	
2702071
	


237Kb / 15P	   Axioline F digital input and output module, 8 inputs, 24 V DC, 8 outputs, 24 V DC, 500 mA, 2-, 3-conductor connection technology
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