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	 Part #	 PDUMH20HV
	
	Description	 3.2-3.8kW Single-Phase Metered PDU, 200-240V (8 C13 & 2 C19), C20 / L6-20P Adapter, 12ft Cord, 1U Rack-Mount, TAA 
	
	 Download	  3 Pages
	
	Scroll/Zoom	
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	Manufacturer	 TRIPPLITE [Tripp Lite. All Rights Reserved]
	
	Direct Link	 http://www.tripplite.com/
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© 2019 Tripp Lite. All rights reserved. All product and company names are trademarks or registered trademarks of their respective holders. Use of them does
not imply any affiliation with or endorsement by them. Tripp Lite has a policy of continuous improvement. Specifications are subject to change without notice.
Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies:
https://www.tripplite.com/products/product-certification-agencies
Unit Dimensions (hwd / in.)
1.75 x 17.5 x 6.5
Unit Dimensions (hwd / cm)
2,87 x 44,4 x 16,5
Unit Weight (lbs.)
6.80
Unit Weight (kg)
3.08
Material of Construction
Metal
Form Factors Supported
1U rackmount. Includes mounting accessories for 2-4 post racks
PDU Form Factor
Horizontal (1U)
Minimum Device Depth (mm)
254
ENVIRONMENTAL
Storage Temperature Range
5-122F (-15 to 50C)
Relative Humidity
5-95% non-condensing
Operating Elevation (ft.)
0-10,000
Operating Elevation (m)
0-3000
SPECIAL FEATURES
TVSS Grounding
Rear grounding lug
CERTIFICATIONS
Certifications
Tested to UL 60950-1 (USA, Canada), Class A (Emissions), NOM (Mexico), CE (IEC 60950), RoHS compliant, TAA
compliant
WARRANTY
Product Warranty Period
(Worldwide)
2-year limited warranty
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	Similar Part No. - PDUMH20HV



	
	Manufacturer	Part #	Datasheet	Description
	

Tripp Lite. All Rights ...	
PDUMH20HVAT
	


162Kb / 4P	   3.2-3.8kW Single-Phase ATS/Metered PDU, 200-240V (8 C13 & 2 C19), 2 C20, 12ft Cord, 1U Rack-Mount, TAA

	
PDUMH20HVATNET
	


158Kb / 4P	   3.2-3.8kW Single-Phase ATS/Switched PDU, LX Platform Interface, 200-240V Outlets (8 C13 & 2 C19), 2 C20, 12ft Cord, 1U Rack-Mount, TAA

	
PDUMH20HVNET
	


163Kb / 4P	   3.3-3.8kW Single-Phase Switched PDU, LX Platform Interface, 208/220/230/240V Outlets (8 C13), C20 / L6-20P input, 8ft Cord, 1U Rack-Mount, TAA
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	Similar Description - PDUMH20HV



	
	Manufacturer	Part #	Datasheet	Description
	

Tripp Lite. All Rights ...	
PDUMH20HVAT
	


162Kb / 4P	   3.2-3.8kW Single-Phase ATS/Metered PDU, 200-240V (8 C13 & 2 C19), 2 C20, 12ft Cord, 1U Rack-Mount, TAA

	
PDUMH20HVATNET
	


158Kb / 4P	   3.2-3.8kW Single-Phase ATS/Switched PDU, LX Platform Interface, 200-240V Outlets (8 C13 & 2 C19), 2 C20, 12ft Cord, 1U Rack-Mount, TAA

	
PDUMNH20HV
	


160Kb / 4P	   3.2-3.8kW Single-Phase Monitored PDU, 208/220/230/240V Outlets (8-C13), C20/L6-20P Adapter, 8ft Cord, 1U Rack-Mount; TAA Compliant

	
PDUMV20HV
	


153Kb / 3P	   3.2-3.8kW Single-Phase Metered PDU, 200-240V Outlets (6-C19 & 32-C13 ) C20/L6-20P Cable 10ft Cord, 0U Vertical

	
PDUMNV20HV2
	


167Kb / 4P	   3.2-3.8kW Single-Phase Monitored PDU, 200-240V Outlets (18-C13 & 2-C19), C20/L6-20P, 0U Vertical, 35.5 in., TAA

	
PDUMH16HV
	


162Kb / 3P	   3.8kW Single-Phase Metered PDU, 200/220/230/240V Outlets (8 C13, 2 C19) IEC-309 16A Blue, 8ft Cord, 1U Rack-Mount, TAA

	
PDUMH20HVNET
	


163Kb / 4P	   3.3-3.8kW Single-Phase Switched PDU, LX Platform Interface, 208/220/230/240V Outlets (8 C13), C20 / L6-20P input, 8ft Cord, 1U Rack-Mount, TAA

	
PDUBHV20
	


160Kb / 3P	   3.2-3.8kW Single-Phase Hot-Swap PDU, 200-240V 16A (6-C13, 2-C19) 2-C20, 200-240V Input, 6ft Cords 2U Rack-Mount

	
PDUH20HVL6
	


156Kb / 3P	   3.3/3.8kW Single-Phase 208/240V Basic PDU, 14 Outlets (12 C13 & 2 C19), NEMA L6-20P Input, 15 ft. (4.57 m) Cord, 1U Rack-Mount

	
PDU12IEC
	


480Kb / 3P	   1.6-3.8kW Single-Phase Basic PDU, 100-240V Outlets (12-C13 and 2-C19), C20 16A Inlet, 1U Rack-Mount
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