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4. PIN DESCRIPTION
PIN NAME
PIN #
I / O
FUNCTION
VSSD
1
I
Digital Ground: Ground path for digital circuits.
S0/M1
¯¯
2
I
S0
[1] : In Address Mode, Start Address Bit 0.
M1
¯¯ : When Direct Mode is active, low active operation on 1
st Message.
Internal pull-up & debounce existed.
S1/M2
¯¯
3
I
S1
[1] : In Address Mode, Start Address Bit 1.
M2
¯¯ : When Direct Mode is active, low active operation on 2
nd Message.
Internal pull-up & debounce existed.
S2/M3
¯¯
4
I
S2
[1] : In Address Mode, Start Address Bit 2.
M3
¯¯ : When Direct Mode is active, low active operation on 3
rd Message.
Internal pull-up & debounce existed.
S3/M4
¯¯
5
I
S3
[1] : In Address Mode, Start Address Bit 3.
M4
¯¯ : When Direct Mode is active, low active operation on 4
th Message.
Internal pull-up & debounce existed.
PlayL
¯¯¯¯¯/FMC1
6
I
PlayL
¯¯¯¯¯: In Address Mode, low active input, Level-hold playback start to end
addresses, debounce & internal pull-up existed. Holding PlayL
¯¯¯¯¯ Low
constantly will perform looping playback function from start to end
addresses with insignificant dead time between messages regardless of
sampling frequencies.
FMC1: When Direct Mode is active, FMC1, together with FMC2 & FMC3,
setup various fixed-message configurations.
E0/M5
¯¯
7
I
E0
[1] : In Address Mode, End Address Bit 0.
M5
¯¯ : When Direct Mode is active, low active operation on 5
th Message.
Internal pull-up & debounce existed.
VSSA
8
I
Analog Ground: Ground path for analog circuits.
E1/M6
¯¯
9
I
E1
[1] : In Address Mode, End Address Bit 1.
M6
¯¯ : When Direct Mode is active, low active operation on 6
th Message.
Internal pull-up & debounce existed.
E2/M7
¯¯
10
I
E2
[1] : In Address Mode, End Address Bit 2.
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	Manufacturer	Part #	Datasheet	Description
	

Winbond	
ISD14B20
	


537Kb / 24P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION

	
ISD14B20X
	


537Kb / 24P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION
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	Similar Description - ISD14B00



	
	Manufacturer	Part #	Datasheet	Description
	

Nuvoton Technology Corp...	
ISD1900
	


954Kb / 29P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	

List of Unclassifed Man...	
ISD1964SYI
	


499Kb / 29P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	

Nuvoton Technology Corp...	
ISD18B00
	


610Kb / 20P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	

Winbond	
ISD1916
	


407Kb / 25P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION

	
ISD14B20
	


537Kb / 24P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION

	
ISD1700
	


356Kb / 24P	   Multi-Message Single-Chip Voice Record & Playback Devices

	

Nuvoton Technology Corp...	
ISD1700
	


990Kb / 23P	   Multi-Message Single-Chip Voice Record & Playback Devices

	

Winbond	
ISD1700A
	


360Kb / 31P	   Multi-Message Single-Chip Voice Record&Playback Devices

	

Generalplus Technology ...	
GPCR06C
	


401Kb / 14P	   SINGLE-CHIP VOICE RECORD/PLAYBACK DEVICE

	

Winbond	
ISD1810
	


278Kb / 18P	   Single-Chip, Single-Message Voice Record/Playback Device 8- to 16-Second Durations
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