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ISD1800 SERIES
Publication Release Date: Jan 15, 2016
- 8 -
Revision 1.0
PIN NAME
PIN NO.
I/O
FUNCTION
VCCA, VCCD
18, 27
Voltage Supplies: Analog and digital circuits
internal to the I1800 device use separate power
buses to minimize noise on the chip. These power
buses are brought out to separate pins on the
package and should be tied together as close to
the power supply as possible. It is important that
the power supply be decoupled as close as
possible to the package.
ROSC
19
I
The Resistor Controlled Oscillator input: This
enables the user to vary the I1800 device record
and playback duration. The resistor connected
between the ROSC pin and VSS (R2) determines
the sample frequency and the filter upper pass
band for the I1800 device. Please refer to the
table in Duration Section for duration selection.
FT
25
I
Feed Through: This mode allows use of the
speaker drivers for external signals. The signal
between the MIC and MIC_REF pins will pass
through the AGC, the filter and the speaker
drivers to the speaker outputs SP+ and SP-. The
input FT controls the feed through mode. To
operate this mode, the control pins REC, PLAYE
and PLAYL are held LOW at VSS. The pin FT is
held HIGH to VCC. For normal operation of record,
play and power down, the FT pin is held at VSS.
The FT pin has a weak pull-down to VSS.
XCLK
26
The External Clock input: For the I1800 devices
has an internal pull-down resistor. This pin is used
for test purposes only. Do not bond this pad.
RECLED
28
O
Record LED output: The
RECLED output is
LOW during a record cycle. It can be used to drive
an LED to provide feedback that a record cycle is
in progress. In addition,
RECLED pulses LOW
momentarily when and End-of-Message (EOM) or
end-of-memory marker
is
encountered
in
a
playback cycle.
Note:
1 The REC signal is internally debounced on the rising edge to prevent a false re-triggering from a push-
button switch.
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	Manufacturer	Part #	Datasheet	Description
	

Winbond	
ISD1800
	


709Kb / 26P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 6- TO 16-SECOND DURATION







More results






	Similar Description - ISD1806S



	
	Manufacturer	Part #	Datasheet	Description
	

Nuvoton Technology Corp...	
ISD18C00
	


332Kb / 23P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 6- TO 16-SECOND DURATION

	

Winbond	
ISD1800
	


709Kb / 26P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 6- TO 16-SECOND DURATION

	
ISD1810
	


278Kb / 18P	   Single-Chip, Single-Message Voice Record/Playback Device 8- to 16-Second Durations

	

Nuvoton Technology Corp...	
ISD18B00
	


610Kb / 20P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	

Winbond	
ISD1916
	


407Kb / 25P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION

	
ISD14B20
	


537Kb / 24P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 10.6- TO 32-SECONDS DURATION

	

Nuvoton Technology Corp...	
ISD18A04
	


247Kb / 22P	   SINGLE-CHIP, SINGLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE 2 14- TO 8-SECONDS DURATION

	
ISD14B00
	


993Kb / 27P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	
ISD1900
	


954Kb / 29P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE

	

List of Unclassifed Man...	
ISD1964SYI
	


499Kb / 29P	   SINGLE-CHIP, MULTIPLE-MESSAGE VOICE RECORD/PLAYBACK DEVICE







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27





Datasheet Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privacy Policy

	ALLDATASHEET.COM



	
Does ALLDATASHEET help your business so far?  [ DONATE ] 

	
About Alldatasheet   |  
Advertisement   |   
Datasheet Upload   |  
Contact us   |  
Privacy Policy   |   

Link Exchange   |  
Manufacturer List

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










