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	 Part #	 AW3648
	
	Description	 High Efficiency, Dual 1.5A Flash LED Driver 
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ABSOLUTE MAXIMUM RATINGS(NOTE1)
PARAMETERS
Range
Unit
IN, SW, OUT, LED1, LED2
-0.3 to 6
V
HWEN, SCL, SDA, STROBE, TORCH/TEMP, TX
−0.3 to (VIN+0.3)
V
Continuous power dissipation
Internally limited
Max Junction Temperature TJMAX
155
℃
Storage Temperature TSTG
-65 to 150
℃
Maximum lead temperature (soldering)
260
℃
Junction to Ambient Thermal Resistance θJA
79.2
℃/W
ESD, All Pins(NOTE2)
HBM
±2000
V
CDM
±1500
V
Latch-Up (Test method: JEDEC STANDARD NO.78D)
+IT：+200
-IT：-200
mA
RECOMMENDED OPERATING CONDITIONS
PARAMETERS
Range
Unit
VIN
2.7 to 5.5
V
Junction temperature (TJ)
-40 to 125
℃
Ambient temperature (TA)
-40 to 85
℃
NOTE1: Conditions out of those ranges listed in
“absolute maximum ratings” may cause permanent damages
to the device. In spite of the limits above, functional operation conditions of the device should within the
ranges listed in
“recommended operating conditions”. Exposure to absolute-maximum-rated conditions for
prolonged periods may affect device reliability.
NOTE2: The human body model is a 100pF capacitor discharged through a 1.5
kΩ resistor into each pin. Test
method: MIL-STD-883J Method 3015.9


		















	Similar Part No. - AW3648



	
	Manufacturer	Part #	Datasheet	Description
	

Shanghai awinic technol...	
AW3648
	


2Mb / 37P	   High Efficiency, 1.5A Flash LED Driver

	
AW3648
	


2Mb / 39P	   High Efficiency, Dual 1.5A Flash LED Driver

	
AW3648
	


2Mb / 39P	   High Efficiency, Dual Independent 1.5A Flash LED Driver

	
AW3648CSR
	


2Mb / 37P	   High Efficiency, 1.5A Flash LED Driver
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	Manufacturer	Part #	Datasheet	Description
	

Shanghai awinic technol...	
AW3643
	


2Mb / 39P	   High Efficiency, Dual 1.5A Flash LED Driver

	
AW36414
	


2Mb / 39P	   High Efficiency, Dual Independent 1.5A Flash LED Driver

	
AW3644
	


2Mb / 37P	   High Efficiency, Dual Independent 1.5A Flash LED Driver

	
AW3648
	


2Mb / 37P	   High Efficiency, 1.5A Flash LED Driver

	

Diodes Incorporated	
AL8806
	


422Kb / 15P	   HIGH EFFICIENCY 30V 1.5A BUCK LED DRIVER

	
AL8806
	


468Kb / 15P	   HIGH EFFICIENCY 36V 1.5A BUCK LED DRIVER

	

Rohm	
BD7710GWL
	


931Kb / 40P	   1.5A LED Camera Flash Driver

	

Diodes Incorporated	
AL3644
	


792Kb / 23P	   DUAL 1.5A CURRENT SOURCE CAMERA FLASH LED DRIVER

July 2019
	

Texas Instruments	
LM3644
	


1Mb / 41P	[Old version datasheet]   Dual 1.5A Current Source Camera Flash LED Driver

	

Eutech Microelectronics...	
EUP2475
	


66Kb / 1P	   1.5A Synchronous Boost LED Flash Driver
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