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PI90LV02/PI90LVT02
SOTinyTM LVDS High-Speed Differential Line Receiver
2
PS8659B
09/28/04
Supply Voltage Range, VCC(1) .................................................................................. –0.5Vto4V
Voltage Range (A, B , or ROUT) ...................................................... –0.5toVCC+0.5V
ESD rating(HBM, 1.5K-ohms,100pF) ............................................................
≥10KV
Continuous total power dissipation ................................. See dissipation rating table
Storage Temperature Range ................................................................ –65°Cto150°C
Lead Temperature 1.6 mm (1/16 inch) from case for 10 seconds ......................... 250°C
Absolute Maximum Ratings Over Operating Free-Air Temperature
(unless otherwise noted)†
† Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the
device. These are stress ratings only, and functional operation of the device at these or any other conditions
beyond those indicated under "Recommended Operating Conditions" is not implied. Exposure to Absolute-
Maximum-Rated conditions for extended periods may affect device reliability.
RecommendedOperatingConditions
.
n
i
M.
m
o
N.
x
a
Ms
t
i
n
U
V
,
e
g
a
tl
o
V
y
l
p
p
u
S
C
C
0
.
33
.
36
.
3
V
V
|
,
e
g
a
tl
o
v
t
u
p
n
i
l
a
it
n
e
r
e
f
fi
d
f
o
e
d
u
ti
n
g
a
M
D
I |1
.
06
.
0
V
,
e
g
a
tl
o
V
t
u
p
n
I
e
d
o
M
-
n
o
m
m
o
C
C
I
)
6
e
r
u
g
i
F
e
e
S
(
0
V
|
D
I |
–
–
–
–
0
.
2
2
V C
C
8
.
0
–
T
,
e
r
u
t
a
r
e
p
m
e
t
ri
a
-
e
e
r
f
g
n
it
a
r
e
p
O
A
0
4
–5
8C
°
e
g
a
k
c
a
PTA
g
n
i
t
a
R
r
e
w
o
P
C
°
5
2
£T
e
v
o
b
A
r
o
t
c
a
F
g
n
i
t
a
r
e
D
A
C
°
5
2
=
*
*
TA
g
n
i
t
a
R
r
e
w
o
P
C
°
5
8
=
)
T
(
3
2
-
T
O
S
n
i
P
-
5W
m
5
8
3C
°
/
W
m
1
.
3W
m
0
0
2
Dissipation Rating Table
**This is the inverse of the junction-to-ambient thermal resistance when board-mounted (low-K) and with no air flow.
Notes:
1. All voltage values, except differential I/O bus voltages, are with respect to ground terminal.


		















	Similar Part No. - PI90LV02



	
	Manufacturer	Part #	Datasheet	Description
	

Pericom Semiconductor C...	
PI90LV022
	


182Kb / 12P	   LVDS Mux/Repeater

	
PI90LV022B
	


182Kb / 12P	   LVDS Mux/Repeater

	
PI90LV022L
	


182Kb / 12P	   LVDS Mux/Repeater

	
PI90LV022LE
	


182Kb / 12P	   LVDS Mux/Repeater

	
PI90LV022W
	


182Kb / 12P	   LVDS Mux/Repeater
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	Similar Description - PI90LV02



	
	Manufacturer	Part #	Datasheet	Description
	

Pericom Semiconductor C...	
PI90LV02
	


364Kb / 9P	   SOTiny LVDS High-Speed Differential Line Receiver

	
PI90LV179
	


995Kb / 11P	   3.3V LVDS High-Speed Differential Line Driver and Receiver

	

NXP Semiconductors	
PTN3332
	


92Kb / 16P	   High speed differential line receiver

Rev. 01-07 January 2004
	

Texas Instruments	
SN65LVDS2
	


131Kb / 10P	[Old version datasheet]   HIGH-SPEED DIFFERENTIAL LINE RECEIVER

	
SN65LVDT2
	


133Kb / 10P	[Old version datasheet]   HIGH-SPEED DIFFERENTIAL LINE RECEIVER

	

NXP Semiconductors	
PTN3342
	


91Kb / 16P	   High speed differential line receiver

Rev. 01-05 January 2004
	

Texas Instruments	
SN55LVDS32-SP
	


383Kb / 19P	[Old version datasheet]   HIGH-SPEED DIFFERENTIAL LINE RECEIVER

	
DSLVDS1048
	


1Mb / 25P	[Old version datasheet]   3.3-V LVDS Quad Channel High-Speed Differential Line Receiver

	
DS90LT012AQ
	


776Kb / 14P	[Old version datasheet]   Automotive LVDS Differential Line Receiver

	
SN65LVDS048A
	


140Kb / 11P	[Old version datasheet]   LVDS QUAD DIFFERENTIAL LINE RECEIVER
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