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	Description	 Integrated multi channel LC-filter network for high-speed data interfaces with ESD protection to IEC 61000-4-2 level 4 
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NXP Semiconductors
IP3348CX5/CX10/CX15/CX20
Multi channel LC-filter network for high-speed data interfaces
3.
Ordering information
4.
Functional diagram
5.
Limiting values
[1]
Device is qualified with 1000 pulses of
±15 kV contact discharges each, according to the IEC 61000-4-2 model and far exceeds the
specified level 4 (8 kV contact discharge).
Table 2.
Ordering information
Type number
Package
Name
Description
Version
IP3348CX5
WLCSP5
wafer level chip-size package; 5 bumps (2-1-2)
IP3348CX5
IP3348CX10
WLCSP10
wafer level chip-size package; 10 bumps (4-2-4)
IP3348CX10
IP3348CX15
WLCSP15
wafer level chip-size package; 15 bumps (6-3-6)
IP3348CX15
IP3348CX20
WLCSP20
wafer level chip-size package; 20 bumps (8-4-8)
IP3348CX20
Fig 5.
Schematic diagram of IP3348CX5; IP3348CX10; IP3348CX15; IP3348CX20
008aaa252
A1 to A8
B1 to B4
C1 to C8
Table 3.
Limiting values
In accordance with the Absolute Maximum Rating System (IEC 60134).
Symbol
Parameter
Conditions
Min
Max
Unit
VI
input voltage
−4+4
V
Ich
channel current (DC)
Tamb =85 °C-
20
mA
VESD
electrostatic discharge voltage
all pins to ground
contact discharge; 10 pulses
[1]
−20
+20
kV
air discharge
−20
+20
kV
IEC 61000-4-2 level 4; all pins
to ground
contact discharge
−8+8
kV
air discharge
−15
+15
kV
Pch
channel power dissipation
continuous; Tamb =85 °C-
10
mW
Tstg
storage temperature
−55
+150
°C
Treflow(peak)
peak reflow temperature
10 s maximum
-
260
°C
Tamb
ambient temperature
−40
+85
°C
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	Manufacturer	Part #	Datasheet	Description
	

Bel Fuse Inc.	
IP33
	


3Mb / 7P	   IP68 Waterproof Connectors and Adapters

	

Seme LAB	
IP33063
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063D-8
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063J
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063N
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT
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	Manufacturer	Part #	Datasheet	Description
	

NXP Semiconductors	
IP3337CX18
	


97Kb / 13P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 November 2008
	
IP3337CX18
	


92Kb / 12P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	

Nexperia B.V. All right...	
IP3048CX5
	


476Kb / 12P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

	

NXP Semiconductors	
IP3338CX24
	


97Kb / 12P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	
IP3047CX6
	


273Kb / 11P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

Rev. 2-23 November 2010
	
IP3338CX24
	


103Kb / 13P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-13 November 2008
	
IP4041CX25
	


242Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
	
IP4337CX18
	


78Kb / 12P	   7-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4338CX24
	


90Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4035CX24
	


245Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
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