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NXP Semiconductors
IP3348CX5/CX10/CX15/CX20
Multi channel LC-filter network for high-speed data interfaces
6.
Characteristics
[1]
Guaranteed by design.
[1]
Measured relative to insertion loss at DC.
Table 4.
Channel characteristics
Tamb =25 °C; unless otherwise specified.
Symbol
Parameter
Conditions
Min
Typ
Max
Unit
Rs(ch)
channel series resistance
-
10
-
Ω
Ls(ch)
channel series inductance
[1] -15
-
nH
Cch
channel capacitance
f = 100 kHz
[1]
Vbias(DC) =0V
-
30
-
pF
Vbias(DC) =2.5 V
-
25
-
pF
VBR
breakdown voltage
Itest =1mA
5
-
10
V
Itest = −1mA
−10
-
−5V
ILR
reverse leakage current
per channel; VI = 3 V
-
10
100
nA
per channel; VI = −3V
−100 −10
-
nA
Table 5.
Frequency characteristics
Tamb =25 °C; unless otherwise specified.
Symbol Parameter
Conditions
Min
Typ
Max
Unit
α
il
insertion loss
Rgen =50 Ω; RL =50 Ω
800 MHz < fi <1GHz
25
-
-
dB
1GHz < fi <3GHz
30
40
-
dB
fi =0Hz; Vbias(DC) =0V
-
-
1
dB
f−3dB
cut-off frequency
Rgen =50 Ω; RL =50 Ω
[1] -
350
-
MHz
α
ct
crosstalk attenuation
Rgen =50 Ω; RL =50 Ω;
800 MHz < fi <3GHz
35
-
-
dB


		















	Similar Part No. - IP3348CX15



	
	Manufacturer	Part #	Datasheet	Description
	

Bel Fuse Inc.	
IP33
	


3Mb / 7P	   IP68 Waterproof Connectors and Adapters

	

Seme LAB	
IP33063
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063D-8
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063J
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063N
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT
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	Manufacturer	Part #	Datasheet	Description
	

NXP Semiconductors	
IP3337CX18
	


97Kb / 13P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 November 2008
	
IP3337CX18
	


92Kb / 12P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	

Nexperia B.V. All right...	
IP3048CX5
	


476Kb / 12P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

	

NXP Semiconductors	
IP3338CX24
	


97Kb / 12P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	
IP3047CX6
	


273Kb / 11P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

Rev. 2-23 November 2010
	
IP3338CX24
	


103Kb / 13P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-13 November 2008
	
IP4041CX25
	


242Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
	
IP4337CX18
	


78Kb / 12P	   7-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4338CX24
	


90Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4035CX24
	


245Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
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