














		Electronic Components Datasheet Search	
    	
			 
    		   English  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.COM

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 IP3348CX15 Datasheet(PDF) 8 Page - Nexperia B.V. All rights reserved







	
	 Part #	 IP3348CX15
	
	Description	 Integrated multi channel LC-filter network for high-speed data interfaces with ESD protection to IEC 61000-4-2 level 4 
	
	 Download	  17 Pages
	
	Scroll/Zoom	

100% 

	
	Manufacturer	 NEXPERIA [Nexperia B.V. All rights reserved]
	
	Direct Link	 https://www.nexperia.com/
	
	Logo	 
	

		








	
 IP3348CX15 Datasheet(HTML) 8 Page - Nexperia B.V. All rights reserved



	


											







zoom in
zoom out

 

	
 8 / 17 page
IP3348CX5_CX10_CX15_CX20
All information provided in this document is subject to legal disclaimers.
© NXP B.V. 2011. All rights reserved.
Product data sheet
Rev. 1.1 — 4 April 2011
7 of 16
NXP Semiconductors
IP3348CX5/CX10/CX15/CX20
Multi channel LC-filter network for high-speed data interfaces
7.3 Eye diagram
The transient behavior of the IP3348CX5, IP3348CX10, IP3348CX15 and IP3348CX20 at
a data rate of 400 Mbit/s is shown in Figure 10 based on eye diagram measurements.
While Figure 10 shows the eye diagram of the IP3348CXxy for a data rate of 400 Mbit/s
the time characteristics for different data rates can be found in Table 6.
Furthermore the percentage of time where the signal amplitude is above the MIPI receiver
High-Speed (HS) mode threshold voltage of
±70 mV is shown, too. This is a good
indicator for the achievable data rate in an MIPI HS mode application.
E.g. the IP3348CXxy can be used up to a data rate of 600 Mbit/s if the receiver is able to
detect bits whose amplitudes are 75 % of time above the threshold.
Fig 10. Eye diagram of the IP3348CXxy at a data rate of 400 Mbit/s
Table 6.
Eye diagram time characteristics
Tamb =25 °C; unless otherwise specified.
Data rate [Mbit/s] Period time [ns]
Δt @ ±70 mV [ns]
Time above MIPI HS mode
threshold of
±70 mV [%]
300
3.33
3.04
91.3
350
2.85
2.56
89.3
400
2.50
2.20
88.0
450
2.22
1.89
85.1
500
2.00
1.63
81.5
550
1.81
1.42
78.4
600
1.66
1.26
75.9
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	Manufacturer	Part #	Datasheet	Description
	

Bel Fuse Inc.	
IP33
	


3Mb / 7P	   IP68 Waterproof Connectors and Adapters

	

Seme LAB	
IP33063
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063D-8
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063J
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT

	
IP33063N
	


57Kb / 5P	   DC-DC CONVERTER CONTROL CIRCUIT
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	Manufacturer	Part #	Datasheet	Description
	

NXP Semiconductors	
IP3337CX18
	


97Kb / 13P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 November 2008
	
IP3337CX18
	


92Kb / 12P	   7-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	

Nexperia B.V. All right...	
IP3048CX5
	


476Kb / 12P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

	

NXP Semiconductors	
IP3338CX24
	


97Kb / 12P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-10 March 2009
	
IP3047CX6
	


273Kb / 11P	   Integrated dual channel passive LC-filter network with ESD protection to IEC 61000-4-2 level 4

Rev. 2-23 November 2010
	
IP3338CX24
	


103Kb / 13P	   10-channel integrated LC-filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-13 November 2008
	
IP4041CX25
	


242Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
	
IP4337CX18
	


78Kb / 12P	   7-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4338CX24
	


90Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 02-20 August 2009
	
IP4035CX24
	


245Kb / 12P	   10-channel integrated filter network with ESD input protection to IEC 61000-4-2 level 4

Rev. 01-12 February 2010
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