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Typical Specification
Floating point, on/off control damper actuators shall be electronic direct-
coupled type, which require no crank arm and linkage and be capable of direct
mounting to a shaft up to 1.05” diameter. Actuators shall have brushless DC
motor technology and be protected from overload at all angles of rotation.
Actuators shall have reversing switch and manual override on the cover. If
required, actuators shall be provided with one adjustable SPDT auxiliary
switch. Actuators with auxiliary switches must be constructed to meet the
requirements for double insulation so an electrical ground is not required
to meet agency listings. If required, actuators will be provided with a screw
terminal strip for electrical connections (AMX24-3-T). Run time shall be
constant and independent of torque. Actuators shall be cULus listed, have a
5-year warranty, and be manufactured under ISO 9001 International Quality
Control Standards. Actuators shall be as manufactured by Belimo.
Wiring Diagrams
Apply only AC line voltage or only UL-Class 2 voltage to the terminals of
auxiliary switches. Mixed or combined operation of line voltage/safety
extra low voltage is not allowed.
A Actuators with appliance cables are numbered.
Provide overload protection and disconnect as required.
Actuators may also be powered by 24 VDC.
Actuators Hot wire must be connected to the control board common.
Only connect common to neg. (-) leg of control circuits. Terminal
models (-T) have no-feedback.
Actuators may be connected in parallel if not mechanically linked. Power
consumption and input impedance must be observed.
44
One built-in auxiliary switch (1x SPDT), for end position indication,
interlock control, fan startup, etc.
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Auxiliary Switches
AMX24-3-S Technical Data Sheet
On/Off, Floating Point, Non-Spring Return, 24 V
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	Similar Part No. - AMX24-3-S



	
	Manufacturer	Part #	Datasheet	Description
	

BELIMO AIRCONTROLS (USA...	
AMX24-3-T
	


704Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
AMX24-3-TN4
	


1Mb / 2P	   NEMA 4, On/Off, Floating Point, Electronic Fail-Safe, 24 V
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	Similar Description - AMX24-3-S



	
	Manufacturer	Part #	Datasheet	Description
	

BELIMO AIRCONTROLS (USA...	
LMB24-3-P10-T
	


841Kb / 3P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
LMX24-3-F
	


644Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
AMX24-3-T
	


704Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
NMX24-3-T
	


726Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
AMB24-3-S
	


770Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
LMCB24-3
	


648Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
NMCB24-3
	


667Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
LMB24-3
	


827Kb / 3P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
LMX24-3-P5-T
	


808Kb / 3P	   On/Off, Floating Point, Non-Spring Return, 24 V

	
NMX24-3
	


667Kb / 2P	   On/Off, Floating Point, Non-Spring Return, 24 V
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