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ESMT
F50L2G41XA (2B)
Elite Semiconductor Memory Technology Inc.
Publication Date: Apr. 2019
Revision: 1.1
4/49
PIN CONFIGURATION (TOP VIEW)
8-Contact WSON
(WSON 8C, 8mmx6 mm Body, 1.27mm Contact Pitch)
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CS#
SO (IO1)
WP# (IO2)
VSS
VCC
HOLD# (IO3)
SCK
SI (IO0)
Pin Description
Pin Name
Type
Functions
CS#
Input
Chip Select (Input): Places the device in active power mode when driven LOW. Deselects the device
and places SO at High-Z when HIGH. After power-up, the device requires a falling edge on CS# before
any command can be written.
The device goes into standby mode when no PROGRAM, ERASE, or WRITE STATUS REGISTER
operation is in progress.
In the case of write-type instructions, CS# must be driven HIGH after a whole sequence is completed.
Single command and address sequences and array-based operations are registered on CS#.
SCK
Input
Serial Clock (Input): Provides serial interface timing. Latches commands, addresses, and data on SI on
the rising edge of SCK. Triggers output on SO after the falling edge of SCK. While CS# is HIGH, keep
SCK at VCC or GND (determined by mode 0 or mode 3). Do not toggle SCK until CS# is driven LOW.
WP#
Input
Write protect: When LOW, prevents overwriting block lock bits (BP[3:0] and TB) if the block register
write disable (BRWD) bit is set. WP# must not be driven by the host during a x4 READ operation. If the
device is deselected, this pin defaults as an input pin.
HOLD#
Input
Hold: Hold functionality is disabled by default except the special part numbers. When enabled, the
external pull-up resistor is necessary to avoid accidental operation being placed on hold.
HOLD# pauses any serial communication with the device without deselecting it. To start the HOLD
condition, the device must be selected, with CS# driven LOW. During HOLD status (HOLD# driven
LOW), SO is High-Z and all inputs at SI and SCK are ignored. Hold mode starts at the falling edge of
HOLD#, provided SCK is also LOW. If SCK is HIGH when HOLD# goes LOW, hold mode is kicked off at
the next falling edge of SCK. Similarly, hold mode is exited at the rising edge of HOLD#, provided SCK
is also LOW. If SCK is HIGH, hold mode ends after the next falling edge of SCK. HOLD# must not be
driven by the host during the x4 READ operation.
SI/IO0,
SO/IO1,
IO2, IO3
I/O
Serial I/O: The bidirectional I/O signals transfer address, data, and command information.
The device latches commands, addresses, and data on the rising edge of SCK, and data is shifted out on
the falling edge of the SCK. If the device is deselected, IO[0,2] defaults as an input pin and IO[1,3]
defaults as an output pin.
SI must not be driven by the host during x2 or x4 READ operations.
VCC
Supply
VCC: Supply voltage
VSS
Supply
VSS: Ground
DNU
-
Do not use: Must be left floating.
NC
-
No Connect: Not internal connection; can be driven or floated.


		















	Similar Part No. - F50L2G41XA



	
	Manufacturer	Part #	Datasheet	Description
	

Elite Semiconductor Mem...	
F50L2G41LB
	


1Mb / 50P	   3.3V 2 Gbit (2 x 1 Gbit) SPI-NAND Flash Memory

	
F50L2G41LB-104YG2M
	


1Mb / 50P	   3.3V 2 Gbit (2 x 1 Gbit) SPI-NAND Flash Memory

	
F50L2G41LB-104YG2ME
	


1Mb / 50P	   3.3V 2 Gbit (2 x 1 Gbit) SPI-NAND Flash Memory







More results






	Similar Description - F50L2G41XA



	
	Manufacturer	Part #	Datasheet	Description
	

Elite Semiconductor Mem...	
F50L2G41LB
	


1Mb / 50P	   3.3V 2 Gbit (2 x 1 Gbit) SPI-NAND Flash Memory

	
F50L4G41XB
	


1Mb / 51P	   3.3V 4 Gbit SPI-NAND Flash Memory

	
F50L1G41LB
	


1Mb / 49P	   3.3V 1 Gbit SPI-NAND Flash Memory

	
F59L2G81KA
	


1Mb / 60P	   2 Gbit (256M x 8) 3.3V NAND Flash Memory

	
F59L2G81XA
	


3Mb / 95P	   2 Gbit (256M x 8) 3.3V NAND Flash Memory

	
F59L2G81LA
	


1Mb / 55P	   2 Gbit (256M x 8) 3.3V NAND Flash Memory

	
F59L8G81XSB
	


1Mb / 82P	   8 Gbit (1Gb x 8) 3.3V NAND Flash Memory

	
F59L4G161KA
	


827Kb / 43P	   4 Gbit (256M x 16) 3.3V NAND Flash Memory

	
F59L4G81XB
	


2Mb / 87P	   4 Gbit (512M x 8) 3.3V NAND Flash Memory

	
F59L1G81MB
	


1Mb / 51P	   1 Gbit (128M x 8) 3.3V NAND Flash Memory
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