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Freescale Semiconductor
MC100ES6220
PACKAGE DIMENSIONS
CASE 1336A-01
ISSUE O
52-LEAD LQFP PACKAGE
NOTES:
1.
2.
3.
4.
5.
6.
7.
8.
DIMENSIONS ARE IN MILLIMETERS.
INTERPRET DIMENSIONS AND TOLERANCES PER
ASME Y14.5M, 1994.
DATUMS A, B AND D TO BE DETERMINED AT DATUM
PLANE H.
DIMENSION TO BE DETERMINED AT SEATING PLANE
C.
THIS DIMENSION DOES NOT INCLUDE DAMBAR
PROTRUSION. ALLOWABLE DAMBAR PROTRUSION
SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED
0.46 mm. DAMBAR CANNOT BE LOCATED ON THE
LOWER RADIUS OR THE FOOT. MINIMUM SPACE
BETWEEN PROTRUSION AND ADJACENT LEAD
SHALL NOT BE LESS THAN 0.07 mm.
THIS DIMENSION DOES NOT INCLUDE MOLD
PROTRUSION. ALLOWABLE PROTRUSION IS 0.25mm
PER SIDE. THIS DIMENSION IS MAXIMUM PLSTIC
BODY SIZE DIMENSION INCLUDING MOLD MISMATCH.
EXACT SHAPE OF EACH CORNER IS OPTIONAL.
THESE DIMENSIONS APPLY TO THE FLAT SECTION
OF THE LEAD BETWEEN 0.10mm AND 0.25mm FROM
THE LEAD TIP.
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	Similar Part No. - MC100ES6220



	
	Manufacturer	Part #	Datasheet	Description
	

Freescale Semiconductor...	
MC100ES6221
	


315Kb / 12P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

	

Renesas Technology Corp	
MC100ES6221
	


684Kb / 13P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

2019
	

Freescale Semiconductor...	
MC100ES6221AE
	


315Kb / 12P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

	
MC100ES6221TB
	


315Kb / 12P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

	

Motorola, Inc	
MC100ES6222
	


300Kb / 12P	   Low Voltage 1:15 Differential ECL/PECL Clock Divider and Fanout Buffer
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	Similar Description - MC100ES6220



	
	Manufacturer	Part #	Datasheet	Description
	

Freescale Semiconductor...	
MC100ES6221
	


315Kb / 12P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

	

Renesas Technology Corp	
MC100ES6221
	


684Kb / 13P	   Low Voltage 1:20 Differential ECL/PECL/HSTL Clock Fanout Buffer

2019
	

Motorola, Inc	
MC100ES6222
	


300Kb / 12P	   Low Voltage 1:15 Differential ECL/PECL Clock Divider and Fanout Buffer

	

Arizona Microtek, Inc	
AZ10EL11
	


76Kb / 6P	   ECL/PECL 1:2 Differential Fanout Buffer

	
AZ10LVEL11
	


88Kb / 7P	   ECL/PECL 1:2 Differential Fanout Buffer

	

List of Unclassifed Man...	
AZ10EL11
	


137Kb / 6P	   ECL/PECL 1:2 Differential Fanout Buffer

	

Arizona Microtek, Inc	
AZ100LVEL11
	


476Kb / 8P	   PECL/ECL 1:2 Differential Fanout Buffer

	

Renesas Technology Corp	
8T33FS6221
	


1Mb / 23P	   Low Voltage 1:20 Differential PECL/HSTL Clock Fanout Buffer
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Semtech Corporation	
SK100EP111
	


100Kb / 4P	   Low-Voltage 1:10 Differential ECL/PECL/HSTL Clock Driver

	
SK10EP111
	


100Kb / 4P	   Low-Voltage 1:10 Differential ECL/PECL/HSTL Clock Driver
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