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	 Part #	 750-408-025-000
	
	Description	 4-channel digital input; 24 VDC; 3 ms; Low-side switching; Ext. Temperature 
	
	 Download	  12 Pages
	
	Scroll/Zoom	

100% 

	
	Manufacturer	 WAGO [WAGO Kontakttechnik GmbH & Co. KG]
	
	Direct Link	 https://www.wago.com/global/
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Data sheet | Item number: 750-408/025-000
www.wago.com/750-408/025-000
Subject to changes. Please also observe the further product documentation!
WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27
32423 Minden
Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com
Do you have any questions about our products?
We are always happy to take your call at +49 (571) 887-44222.
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Marking accessories
    Marker carrier
Item no.: 750-103
Group marker carrier
www.wago.com/750-103
    Marker
Item no.: 2009-145/000-006
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; blue
www.wago.com/2009-145
/000-006
Item no.: 2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white
www.wago.com/2009-145
Item no.: 2009-145/000-002
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
yellow
www.wago.com/2009-145
/000-002
Item no.: 2009-145/000-007
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; gray
www.wago.com/2009-145
/000-007
Item no.: 2009-145/000-005
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; red
www.wago.com/2009-145
/000-005
Item no.: 2009-145/000-012
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
orange
www.wago.com/2009-145
/000-012
Item no.: 2009-145/000-023
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
green
www.wago.com/2009-145
/000-023
Item no.: 2009-145/000-024
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
violet
www.wago.com/2009-145
/000-024
Item no.: 248-501/000-006
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; blue
www.wago.com/248-501
/000-006
Item no.: 248-501/000-007
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; gray
www.wago.com/248-501
/000-007
Item no.: 248-501/000-002
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; yellow
www.wago.com/248-501
/000-002
Item no.: 248-501/000-012


		















	Similar Part No. - 750-408-025-000



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
750-408
	


425Kb / 12P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching
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	Similar Description - 750-408-025-000



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
750-402-025-000
	


433Kb / 11P	   4-channel digital input; 24 VDC; 3 ms; Ext. Temperature

	
753-408
	


546Kb / 12P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-408
	


425Kb / 12P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-430
	


441Kb / 11P	   8-channel digital input; 24 VDC; 3 ms; Ext. Temperature

	
750-430-025-000
	


441Kb / 11P	   8-channel digital input; 24 VDC; 3 ms; Ext. Temperature

	
750-1422
	


551Kb / 13P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching; 3-conductor

	
750-436
	


531Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-1407
	


567Kb / 12P	   16-channel digital input; 24 VDC; 3 ms; Low-side switching

	
753-436
	


580Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; Low-side switching

	
753-409
	


541Kb / 12P	   4-channel digital input; 24 VDC; 0.2 ms; Low-side switching
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