














		Electronic Components Datasheet Search	
    	
			 
    		   English  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.COM

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 750-1417 Datasheet(PDF) 7 Page - WAGO Kontakttechnik GmbH & Co. KG







	
	 Part #	 750-1417
	
	Description	 8-channel digital input; 24 VDC; 3 ms; Low-side switching; 2-conductor 
	
	 Download	  12 Pages
	
	Scroll/Zoom	
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	Manufacturer	 WAGO [WAGO Kontakttechnik GmbH & Co. KG]
	
	Direct Link	 https://www.wago.com/global/
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Data sheet | Item number: 750-1417
www.wago.com/750-1417
Subject to changes. Please also observe the further product documentation!
WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27
32423 Minden
Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com
Do you have any questions about our products?
We are always happy to take your call at +49 (571) 887-44222.
25.08.2021    Page /
7 12
UL International Netherlands B.V. (ORDINARY
LOCATIONS)
Sec.1
Optional accessories
System housing
Item no.: 850-814/002-000
IP65 enclosure; Sheet steel (RAL 7035); WxHxD (200x120x200 mm); without flange plate
www.wago.com/850-814
/002-000
Item no.: 850-815/002-000
IP65 enclosure; Sheet steel (RAL 7035); WxHxD (300x120x200 mm); without flange plate
www.wago.com/850-815
/002-000
Item no.: 850-816/002-000
IP65 enclosure; Sheet steel (RAL 7035); WxHxD (400x120x200 mm); without flange plate
www.wago.com/850-816
/002-000
Item no.: 850-817/002-000
IP65 enclosure; Sheet steel (RAL 7035); WxHxD (600x120x200 mm); without flange plate
www.wago.com/850-817
/002-000
Item no.: 850-825
IP65 enclosure; Aluminium (RAL 7032); WxHxD (160x100x160 mm); 9 x M12, 4 x M20
www.wago.com/850-825
Item no.: 850-826
IP65 enclosure; Aluminium (RAL 7032); WxHxD (240x100x160 mm); 4 x M20, 4 x M16, 14 x M12 cable
grip
www.wago.com/850-826
Item no.: 850-826/002-000
IP65 enclosure; Aluminium (RAL 7035); WxHxD (240x100x160 mm); 4 x M20, 4 x M16, 14 x M12 cable
grip
www.wago.com/850-826
/002-000
Item no.: 850-827
IP65 enclosure; Aluminium (RAL 7032); WxHxD (320x100x160 mm); 4 x M20, 8 x M16, 17 x M12 cable
grip
www.wago.com/850-827
Item no.: 850-827/002-000
IP65 enclosure; Aluminium (RAL 7035); WxHxD (320x100x160 mm); 4 x M20, 8 x M16, 17 x M12 cable
grip
www.wago.com/850-827
/002-000
Item no.: 850-828
IP65 enclosure; Aluminium (RAL 7032); WxHxD (480x100x160 mm); 4 x M20, 10 x M16, 35 x M12 cable
grip
www.wago.com/850-828
Item no.: 850-828/002-000
IP65 enclosure; Aluminium (RAL 7035); WxHxD (480x100x160 mm); 4 x M20, 10 x M16, 35 x M12 cable
grip
www.wago.com/850-828
/002-000
Item no.: 850-834
IP65 enclosure; Polyester (RAL 7032); WxHxD (164x100x164 mm); 9 x M12, 4 x M20
www.wago.com/850-834


		















	Similar Part No. - 750-1417



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
750-1415-040-000
	


569Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; 2-conductor connection; Extreme

	
750-1415/040-000
	


569Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; 2-conductor connection; Extreme

	
750-1416
	


550Kb / 12P	   8-channel digital input; 24 VDC; 0.2 ms; 2-conductor connection

	
750-1416-040-000
	


499Kb / 12P	   8-channel digital input; 24 VDC; 0.2 ms; 2-conductor connection; Extreme

	
750-1416/040-000
	


499Kb / 12P	   8-channel digital input; 24 VDC; 0.2 ms; 2-conductor connection; Extreme
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	Similar Description - 750-1417



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
750-1418
	


500Kb / 13P	   8-channel digital input; 24 VDC; 0.2 ms; Low-side switching; 2-conductor

	
750-436
	


531Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; Low-side switching

	
753-436
	


580Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-1422
	


551Kb / 13P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching; 3-conductor

	
750-1423
	


500Kb / 13P	   4-channel digital input; 24 VDC; 0.2 ms; Low-side switching; 3-conductor

	
753-437
	


579Kb / 12P	   8-channel digital input; 24 VDC; 0.2 ms; Low-side switching

	
750-1415-040-000
	


569Kb / 12P	   8-channel digital input; 24 VDC; 3 ms; 2-conductor connection; Extreme

	
753-408
	


546Kb / 12P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-1407
	


567Kb / 12P	   16-channel digital input; 24 VDC; 3 ms; Low-side switching

	
750-408
	


425Kb / 12P	   4-channel digital input; 24 VDC; 3 ms; Low-side switching
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