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	 Part #	 753-516
	
	Description	 4-channel digital output; 24 VDC; 0.5 A; Low-side switching 
	
	 Download	  12 Pages
	
	Scroll/Zoom	

100% 

	
	Manufacturer	 WAGO [WAGO Kontakttechnik GmbH & Co. KG]
	
	Direct Link	 https://www.wago.com/global/
	
	Logo	 
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Subject to changes. Please also observe the further product documentation!
WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27
32423 Minden
Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com
Do you have any questions about our products?
We are always happy to take your call at +49 (571) 887-44222.
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Mechanical data
Mounting type
DIN-35 rail
Wiring interface
Pluggable
Material data
Color
light gray
Housing material
Polycarbonate; polyamide 6.6
Fire load
0.779 MJ
 
Weight
41.6 g
 
Conformity marking
CE
Environmental requirements
Surrounding air temperature (operation)
0 … 55 °C
Surrounding air temperature (storage)
-40 … 85 °C
Protection type
IP20
Pollution degree (5)
2 per IEC 61131-2
Operating altitude
0 … 2000 m
Mounting position
horizontal (standing/lying); vertical
Relative humidity (without condensation)
95 %
 
Vibration resistance
4g per IEC 60068-2-6
Shock resistance
15g per IEC 60068-2-27
EMC immunity to interference
per EN 61000-6-2, marine applications
EMC emission of interference
per EN 61000-6-4, marine applications
Exposure to pollutants
Per IEC 60068-2-42 and IEC 60068-2-43
Permissible H S contaminant concentration at a relative humidity 75
2
%
10 ppm
 
Permissible SO contaminant concentration at a relative humidity 75
2
%
25 ppm
 
Commercial data
Product Group
15 (Remote I/O)
PU (SPU)
1 Stück
Packaging type
box
Country of origin
DE
GTIN
4045454655617
Customs tariff number
85371098990


		















	Similar Part No. - 753-516



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
753-511
	


315Kb / 11P	   2 pulse width outputs; 24 VDC; 0.1 A; 250 Hz

	
753-512
	


555Kb / 12P	   2-channel relay output; AC 250 V; 2.0 A; 2 make contact

	
753-513
	


524Kb / 12P	   2-channel relay output; AC 250 V; 2.0 A; Potential-free; 2 make contact

	
753-513-000-001
	


348Kb / 11P	   2-channel digital output; AC 250 V; 2.0 A; Potential-free; 2 make contact

	
753-513/000-001
	


348Kb / 11P	   2-channel digital output; AC 250 V; 2.0 A; Potential-free; 2 make contact
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	Similar Description - 753-516



	
	Manufacturer	Part #	Datasheet	Description
	

WAGO Kontakttechnik Gmb...	
750-516
	


414Kb / 12P	   4-channel digital output; 24 VDC; 0.5 A; Low-side switching

	
753-536
	


568Kb / 12P	   8-channel digital output; 24 VDC; 0.5 A; Low-side switching

	
750-536
	


514Kb / 11P	   8-channel digital output; 24 VDC; 0.5 A; Low-side switching

	
750-1505
	


573Kb / 12P	   16-channel digital output; 24 VDC; 0.5 A; Low-side switching

	
753-504
	


564Kb / 12P	   4-channel digital output; 24 VDC; 0.5 A

	
750-1516
	


559Kb / 13P	   8-channel digital output; 24 VDC; 0.5 A; Low-side switching; 2-conductor

	
750-1501
	


518Kb / 12P	   16-channel digital output; 24 VDC; 0.5 A; Low-side switching; Ribbon cable

	
750-532
	


524Kb / 12P	   4-channel digital output; 24 VDC; 0.5 A; Diagnostics

	
750-504-000-800
	


469Kb / 12P	   4-channel digital output; 24 VDC; 0.5 A; Interference-free

	
750-504-025-000
	


433Kb / 11P	   4-channel digital output; 24 VDC; 0.5 A; Ext. Temperature
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