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Product Description
Designed for permanent attachment, the PML
½-wave whip tilts 180 degrees and delivers
outstanding performance in a cost-effective
package. An internal counterpoise eliminates
external ground plane dependence and maximizes
performance. The antenna is attached by placing
its base through a ¼" (6.35 mm) hole in the product
and securing it with a nut or by threading it into
a PEM-style insert. This method of attachment is
highly secure and saves the cost of an antenna
connector. The PML attaches to a PCB or
connector via 12" (30.48 cm) of RG-178 coax
cable. It is also available with 1.32 mm coax cable
terminated with a U.FL/MHF compatible connector.
This saves the labor of adding a connector while
using one that is small enough to fit through the
antenna’s mounting hole. Custom lengths and
terminations are available by special order.
Features
• Cost-effective
• Internal counterpoise
• Tilts 180 degrees
• Outstanding performance
• Omni-directional pattern
• Low VSWR
• Integral 12" (30.48 cm) RG-178 coax cable or
1.32 mm coax (U.FL)
Electrical Specifications
Center Frequency:
2.45GHz
Recom. Freq. Range:
2.35-2.60GHz
Wavelength:
½-wave
VSWR:
≤1.9 typical at center
Impedance:
50-ohms
Connection:
Straight-cut or U.FL/MHF
Cable:
12" (30.48 cm) RG-178 coax
or 1.32 mm coax (U.FL)
Oper. Temp. Range:
–40°C to +90°C
Electrical specifications and plots measured on 10.16 cm x 10.16
cm (4.00" x 4.00") reference ground plane
ANT-2.4-PML-xxx
Data Sheet
by
Ordering Information
ANT-2.4-PML (with straight cut RG-178 coax)
ANT-2.4-PML-UFL (with U.FL/MHF compatible
connector and 1.32mm coax)
12.1 mm
(0.48")
35.2 mm
(1.39")
8.2 mm
(0.32")
123.0 mm
(4.84")
7.9 mm
(0.31")
150.3 mm
(5.92")
6.0 mm
(0.24")
I-PEX silhouette
shown in shadow
Available with Straight
Cut Cable or U.FL
Connector


		















	Similar Part No. - ANT-2.4-PML



	
	Manufacturer	Part #	Datasheet	Description
	

Linx Technologies	
ANT-2.4-PW-LP
	


402Kb / 2P	   Omni-directional pattern

12/4/13
	

List of Unclassifed Man...	
ANT-2.4-PW-QW
	


185Kb / 1P	   Use with plastic or metal enclosures

	

Linx Technologies	
ANT-2.4-PW-QW
	


385Kb / 2P	   Rugged & weatherized

1/26/15
	
ANT-2.4-PW-QW-UFL
	


385Kb / 2P	   Rugged & weatherized

1/26/15
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	Manufacturer	Part #	Datasheet	Description
	

List of Unclassifed Man...	
ANT-916-PML
	


81Kb / 1P	   Outstanding performance

	
ANT-868-PML
	


109Kb / 1P	   Outstanding performance

	

Linx Technologies	
ANT-433-PW-QW
	


436Kb / 2P	   Outstanding performance

1/26/15
	
ANT-868-CW-QW
	


342Kb / 2P	   CW Series 쩌-wave antennas deliver outstanding performance

12/9/13
	

Honeywell Solid State E...	
ML100PS1PG
	


205Kb / 2P	   High value and outstanding performance No internal elastomeric seals

	

Linx Technologies	
ANT-418-SP
	


558Kb / 2P	   The Splatch uses a grounded-line technique to achieve outstanding performance

1/3/2017
	
ANT-418-CW-QW
	


343Kb / 2P	   CW Series 쩌-wave antennas deliver outstanding performance in a rugged and cosmetically

12/9/13
	
ANT-418-USP
	


1Mb / 3P	   The 關Splatch??uses a grounded-line technique to achieve outstanding performance from a tiny

1/3/2017
	
ANT-418-CW-HWR
	


403Kb / 2P	   HWR Series antennas deliver outstanding performance in a rugged and cosmetically attractive package.

8/1/2017
	
ANT-403-USP
	


1Mb / 3P	   The 關Splatch??uses a grounded-line technique to achieve outstanding performance from a tiny

1/3/2017
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