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Pin Description
Figure 1. STC3485E Pin Configuration and Typical Operating Circuit
Figure 2. Driver VOD and VOC
Figure 3. Driver VOD with Varying Common-Mode Voltage
Figure 4. Receiver VOH and VOL
PIN
NAME
FUNCTION
1
RO
Receiver Output. If A > B by -50mV, RO will be high; if A < B by 200mV, RO will be low.
2
/RE
Receiver Output Enable. RO is enabled when RE is low; RO is high impedance when RE is high. If RE
is high and DE is low, the device will enter a low-power shutdown mode.
3
DE
Driver Output Enable. The driver outputs are enabled by bringing DE high. They are high impedance
when DE is low. If /RE is high and DE is low, the device will enter a low-power shutdown mode. If the
driver outputs are enabled, the parts function as line drivers. While they are high impedance, they
function as line receivers if /RE is low.
4
DI
Driver Input. A low on DI forces output B high and output A low. Similarly, a high on DI forces output
B low and output A high.
5
GND
Ground
6
A
Noninverting Receiver Input and Noninverting Driver Output
7
B
Inverting Receiver Input and Inverting Driver Output
8
VCC
Positive Supply: 3.0V≤VCC≤3.6V
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	Similar Part No. - STC3485E



	
	Manufacturer	Part #	Datasheet	Description
	

AUK corp	
STC344
	


62Kb / 3P	   NPN Silicon Transistor

	
STC345
	


237Kb / 3P	   NPN Silicon Transistor

	
STC345L
	


216Kb / 3P	   NPN Silicon Transistor

	

KODENSHI_AUK CORP.	
STC345L
	


219Kb / 5P	   NPN Silicon Transistor
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	Manufacturer	Part #	Datasheet	Description
	

Union Semiconductor, In...	
UM3483E
	


307Kb / 12P	   3.3V-Powered, 짹15kV ESD-Protected, and Slew-Rate-Limited True RS-485 Transceivers

	

Maxim Integrated Produc...	
MAX3483E
	


2Mb / 19P	   3.3V-Powered, 짹15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

19-1474; Rev 1; 5/19
	
MAX3483E
	


231Kb / 16P	   3.3V-Powered, 짹15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

Rev 0; 4/99
	

List of Unclassifed Man...	
STC485E
	


592Kb / 11P	   짹15kV ESD-Protected,Slew-Rate-Limited, Fail-Safe,True RS-485 Transceivers

	

Union Semiconductor, In...	
UM3085E
	


245Kb / 12P	   짹15kV ESD-Protected, Slew-Rate-Limited, Fail-Safe, True RS-485 Transceivers

	

Maxim Integrated Produc...	
MAX3490ECSA-T
	


237Kb / 16P	   3.3V-Powered, 15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

Rev 0; 4/99
	
MAX3483
	


197Kb / 16P	   3.3V-Powered, 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

Rev 0; 12/94
	
MAX3483
	


3Mb / 17P	   3.3V-Powered, 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

19-0333; Rev 1; 5/19
	

Union Semiconductor, In...	
UM3483E
	


945Kb / 18P	   3V to 5.5V-Powered, ESD-Protected, Slew-Rate-Limited, True RS-485 Transceivers

	

Maxim Integrated Produc...	
MAX3483
	


467Kb / 17P	   3.3V-Powered, 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers

Rev 0; 12/94
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