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MAXIMUM RATINGS
Symbol
Parameter
Value
Unit
VCC
DC Supply Voltage
*0.5 to )7.0
V
VI
DC Input Voltage
*0.5 ≤ VI ≤ )7.0
V
VO
DC Output Voltage
Output in Z or LOW State (Note 1)
*0.5 ≤ VO ≤ 7.0
V
IIK
DC Input Diode Current
VI < GND
*50
mA
IOK
DC Output Diode Current
VO < GND
*50
mA
IO
DC Output Sink Current
$50
mA
ICC
DC Supply Current per Supply Pin
$100
mA
IGND
DC Ground Current per Ground Pin
$100
mA
TSTG
Storage Temperature Range
*65 to )150
_C
TL
Lead Temperature, 1 mm from Case for 10 Seconds
260
_C
TJ
Junction Temperature under Bias
)150
_C
qJA
Thermal Resistance
(Note 2)
333
_C/W
PD
Power Dissipation in Still Air at 85
_C
200
mW
MSL
Moisture Sensitivity
Level 1
FR
Flammability Rating
Oxygen Index: 28 to 34
UL 94 V−0 @ 0.125 in
VESD
ESD Withstand Voltage
Human Body Model (Note 3)
Machine Model (Note 4)
Charged Device Model (Note 5)
> 2000
> 200
N/A
V
Maximum Ratings are those values beyond which damage to the device may occur. Exposure to these conditions or conditions beyond those
indicated may adversely affect device reliability. Functional operation under absolute maximum−rated conditions is not implied. Functional
operation should be restricted to the Recommended Operating Conditions.
1. IO absolute maximum rating must be observed.
2. Measured with minimum pad spacing on an FR4 board, using 10 mm−by−1 inch, 2−ounce copper trace with no air flow.
3. Tested to EIA/JESD22−A114−A.
4. Tested to EIA/JESD22−A115−A.
5. Tested to JESD22−C101−A.
RECOMMENDED OPERATING CONDITIONS
Symbol
Parameter
Min
Max
Unit
VCC
Supply Voltage
Operating
Data Retention Only
1.65
1.5
5.5
5.5
V
VI
Input Voltage
(Note 6)
0
5.5
V
VO
Output Voltage
(HIGH or LOW State)
0
5.5
V
TA
Operating Free−Air Temperature
*40
)85
_C
Dt/DV
Input Transition Rise or Fall Rate
VCC = 2.5 V $0.2 V
VCC = 3.0 V $0.3 V
VCC = 5.0 V $0.5 V
0
0
0
20
10
5
ns/V
6. Unused inputs may not be left open. All inputs must be tied to a high−logic voltage level or a low−logic input voltage level.


		















	Similar Part No. - NL37WZ16



	
	Manufacturer	Part #	Datasheet	Description
	

ON Semiconductor	
NL37WZ16
	


69Kb / 5P	   Triple Buffer

April, 2006 ??Rev. 4
	
NL37WZ16
	


69Kb / 5P	   Triple Buffer

July, 2014 ??Rev. 8
	
NL37WZ16
	


333Kb / 13P	   Triple Buffer

October, 2020 - Rev. 11
	
NL37WZ16MQ1TCG
	


333Kb / 13P	   Triple Buffer

October, 2020 - Rev. 11
	
NL37WZ16MQ2TCG
	


333Kb / 13P	   Triple Buffer

October, 2020 - Rev. 11
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	Similar Description - NL37WZ16



	
	Manufacturer	Part #	Datasheet	Description
	

ON Semiconductor	
NL37WZ16
	


69Kb / 5P	   Triple Buffer

July, 2014 ??Rev. 8
	
NL37WZ16
	


105Kb / 5P	   Triple Buffer

April, 2012 ??Rev. 7
	

STMicroelectronics	
74V2G70
	


129Kb / 8P	   TRIPLE BUFFER

June 2003
	
74V2T70
	


124Kb / 7P	   TRIPLE BUFFER

	

ON Semiconductor	
NL37WZ16
	


69Kb / 5P	   Triple Buffer

April, 2006 ??Rev. 4
	

Nexperia B.V. All right...	
74LVC3G34-Q100
	


200Kb / 11P	   Triple buffer

	

NXP Semiconductors	
74LVC3G34
	


87Kb / 14P	   Triple buffer

Rev. 05-5 October 2007
	

Nexperia B.V. All right...	
74LVC3G16
	


762Kb / 15P	   Triple buffer

	

NXP Semiconductors	
74LVC3G34
	


100Kb / 16P	   Triple buffer

Rev. 07-9 May 2008
	

Nexperia B.V. All right...	
74LVC3G34
	


258Kb / 16P	   Triple buffer

Rev. 14 - 25 August 2021






More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8





Datasheet Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privacy Policy

	ALLDATASHEET.COM



	
Does ALLDATASHEET help your business so far?  [ DONATE ] 

	
About Alldatasheet   |  
Advertisement   |   
Datasheet Upload   |  
Contact us   |  
Privacy Policy   |   

Link Exchange   |  
Manufacturer List

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










