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ZY1015 15A No-Bus POL Data Sheet
3V to 14V Input • 0.5V to 5.5V Output
Reference Documents
No-Bus
TM POL Converters. Z-1000 Series Application Note
Z-One
® POL Converters. Eutectic Solder Process Application Note
Z-One
® POL Converters. Lead-Free Process Application Note
1.
Ordering Information
ZY
10
15
y
–
zz
Product
family:
Z-One
Module
Series:
No-Bus
POL
Converter
Output
Current:
15A
RoHS compliance:
No suffix - RoHS compliant
with Pb solder exemption
1
G - RoHS compliant for all
six substances
Dash
Packaging Option
2:
T1 – 500pcs T&R
T2 – 100pcs T&R
T3 – 50pcs T&R
Q1 – 1pc sample for evaluation only
K1 – 1pc mounted on the evaluation
board
3
______________________________________
1
The solder exemption refers to all the restricted materials except lead in solder. These materials are Cadmium (Cd), Hexavalent chromium
(Cr6+), Mercury (Hg), Polybrominated biphenyls (PBB), Polybrominated diphenylethers (PBDE), and Lead (Pb) used anywhere except in
solder.
2
Packaging option is used only for ordering and not included in the part number printed on the POL converter label.
3
The evaluation board is available in only one configuration: ZY1015-K1.
Example: ZY1015G-T3: A 50-piece reel of RoHS compliant POL converters. Each POL converter is labeled
ZY1015G.
2.
Absolute Maximum Ratings
Stresses in excess of the absolute maximum ratings may cause performance degradation, adversely affect long-
term reliability, and cause permanent damage to the POL converter.
Parameter
Conditions/Description
Min
Max
Units
Operating Temperature
Controller Case Temperature
-40
105
°C
Input Voltage
250ms Transient
15
VDC
Output Current
(See Output Current Derating Curves)
-15
15
ADC
3.
Environmental and Mechanical Specifications
Parameter
Conditions/Description
Min
Nom
Max
Units
Ambient Temperature Range
-40
85
°C
Storage Temperature (Ts)
-55
125
°C
Weight
15
grams
MTBF
Calculated Per Telcordia Technologies SR-332
4.82
MHrs
Peak Reflow Temperature
ZY1015
220
°C
Peak Reflow Temperature
ZY1015G
245
260
°C
Lead Plating
ZY1015 and ZY1015G
1.5µm Ag over 1.5µm Ni
Moisture Sensitivity Level
JEDEC J-STD-020C
3
REV. 1.2 MAR 14, 2007
www.power-one.com
Page 2 of 17


		















	Similar Part No. - ZY1015



	
	Manufacturer	Part #	Datasheet	Description
	

Diotec Semiconductor	
ZY10
	


111Kb / 2P	   Silicon-Power-Z-Diodes (non-planar technology)

	

Micro Commercial Compon...	
ZY10
	


224Kb / 3P	   Silicon 2.0 Watt Zener Diodes

	

Continental Device Indi...	
ZY10
	


80Kb / 3P	   SILICON GLASS PASSIVATED 2.0 WATT ZENER DIODES

	

EIC discrete Semiconduc...	
ZY10
	


43Kb / 2P	   SILICON ZENER DIODES

	

Vishay Siliconix	
ZY10
	


320Kb / 7P	   Zener Diodes
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	Manufacturer	Part #	Datasheet	Description
	

Power-One	
ZY1120G
	


325Kb / 17P	   ZY1120 20A No-Bus POL Data Sheet 3V to 14V Input ??0.5V to 5.5V Output

	
ZY7007
	


1Mb / 35P	   7A DC-DC Intelligent POL 3V to 14V Input - 0.5V to 5.5V Output

	
ZY7015
	


2Mb / 34P	   3V to 13.2V Input 0.5V to 5.5V Output

	
ZY7010L
	


1Mb / 34P	   10A DC-DC Intelligent POL 3V to 13.2V Input 0.5V to 5.5V Output

	
ZY7120
	


1Mb / 34P	   20A DC-DC Intelligent POL Data Sheet 3V to 13.2V Input  0.5V to 5.5V Output

	
DP8110
	


2Mb / 34P	   8V to 14V Input, 0.7V to 5.5V Output

	
DP8105
	


2Mb / 35P	   8V to 14V Input , 0.7V to 5.5V Output

	

Maxim Integrated Produc...	
MAX17600EVKIT
	


1Mb / 10P	   4V to 14V Input Range

Rev 0; 6/12
	

Texas Instruments	
LMR62014
	


1Mb / 22P	[Old version datasheet]   Input Voltage Range of 2.7V to 14V, Output Voltage up to 20V

	

Maxim Integrated Produc...	
MAX3160EEVKIT
	


160Kb / 7P	   3V to 5.5V Single-Supply Operation

2007
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