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Prerequisite For Switching Speciﬁcations
PARAMETER
SYMBOL
TEST
CONDITIONS
VCC
(V)
25oC
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Switching Speciﬁcations Input tr, tf = 6ns
PARAMETER
SYMBOL
TEST
CONDITIONS
VCC
(V)
25oC
-40oC TO 85oC
-55oC TO 125oC
UNITS
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TYP
MAX
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HC TYPES
Propagation Delay,
CP
→ Q, Q
tPLH, tPHL CL = 50pF
2
-
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-
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-
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S
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	Similar Part No. - CD74HCT109M



	
	Manufacturer	Part #	Datasheet	Description
	

Texas Instruments	
CD74HCT109M
	


279Kb / 12P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HCT109M
	


454Kb / 15P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HCT109M96
	


279Kb / 12P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HCT109M96
	


454Kb / 15P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HCT109M96E4
	


454Kb / 15P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger
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	Similar Description - CD74HCT109M



	
	Manufacturer	Part #	Datasheet	Description
	

Texas Instruments	
CD54HC109
	


279Kb / 12P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HC109
	


58Kb / 8P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD54HC109
	


454Kb / 15P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Positive-Edge Trigger

	
CD74HC112
	


55Kb / 8P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Negative-Edge Trigger

	
CD54HC112
	


643Kb / 18P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Negative-Edge Trigger

	
CD54HC112
	


757Kb / 20P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Negative-Edge Trigger

	
CD54HC112
	


346Kb / 13P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Negative-Edge Trigger

	
SN75C188DRG4
	


765Kb / 20P	[Old version datasheet]   Dual J-K Flip-Flop with Set and Reset Negative-Edge Trigger

	

NXP Semiconductors	
74ALS109A
	


93Kb / 9P	   Dual J-K positive edge-triggered flip-flop with set and reset

1991 Feb 08
	

Integral Corp.	
IN74ACT112
	


202Kb / 5P	   DUAL J-K FLIP-FLOP WITH SET AND RESET
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