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Philips Semiconductors
Preliminary speciﬁcation
Error correction and host interface IC for
CD-ROM (SEQUOIA)
SAA7385
Table 12 Microcontroller address page register: 0xF0FF
Note
1. PAGE_EN is disconnected.
Register 0xF0FF is used by the buffer manager for the upper address lines when the microcontroller addresses
non-frame memory. These registers overlap frame memory, so register 0xF0FF must be programmed with an address
in the top part of the memory if no overlap is required. The microcontroller page address line is selected from this register.
The outputs are used directly to control DRAM access cycles, and will affect any current DRAM cycle in progress.
It is possible to access three contiguous frames from the microcontroller by reading the three data sector windows,
0x8000 to 0x8FFF, 0x9000 to 0x9FFF and 0xA000 to 0xAFFF. This function is required for the decoding of the sub-code
information. If the ‘next’ frame wraps past the last frame pointer (LASTFRM) then the pointers are modified to wrap back
to the start pointer onwards (FEFRM#); this section is transparent to the microcontroller.
Table 13 Program memory control register: 0xF09F
Register 0xF09F controls a system test feature where an SRAM is used for the 80C32 external program memory;
note DATAPRG must be set for any of these features to be enabled.
Table 14 PRGMEM ﬁeld descriptions
MNEMONIC
R/W
DATA BYTE
76
5
43210
PAGEREG
R/W
−−
PAGE_EN(1)
MA_19
MA_18
MA_17
MA_16
MA_15
MNEMONIC
R/W
DATA BYTE
765
4
3
2
1
0
PRGMEM
R/W
DATAPRG
EN_WIN
SEL_TOP
INV_A15
−−−−
FIELD
LOGIC
DESCRIPTION
INV_A15
0
normal operation
1
invert A(15) to program memory for data memory access
SEL_TOP
0
select bottom 32 kbyte window
1
select top 32 kbyte window
EN_WIN
0
windowing disabled
1
32 kbyte windows are enabled and SEL_TOP is used to determine window selected
DATAPRG
0
normal operation
1
data memory is mapped to program memory and data memory DRAM accesses are
disabled
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	Manufacturer	Part #	Datasheet	Description
	

NXP Semiconductors	
SAA7380
	


227Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
	
SAA7380GP
	


227Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
	
SAA7381
	


380Kb / 108P	   ATAPI CD-R block decoder

1997 Aug 12
	
SAA7382
	


226Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
	
SAA7382GP
	


226Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
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	Manufacturer	Part #	Datasheet	Description
	

NXP Semiconductors	
SAA7382
	


226Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
	
SAA7380
	


227Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 25
	
SAA7388
	


226Kb / 60P	   Error correction and host interface IC for CD-ROM ELM

1996 Apr 26
	

Sanyo Semicon Device	
LC89515K
	


57Kb / 6P	   CD-ROM/CD-I Error Correction/ Host Interface LSI

	
LC89513K
	


108Kb / 4P	   CD-ROM Error Correction LSI for Integrated Host CPU System

	
LC8956
	


226Kb / 8P	   Error Correction and ADPCM Decoder IC for CD-1/CD-ROM XA Systems

	
LC895170W
	


117Kb / 5P	   CD-ROM Error Correction LSI

	
LC89517K
	


114Kb / 5P	   Built-in Subcode Interface CD-ROM/CD-I Error Correction LSI

	
LC89512W
	


52Kb / 5P	   CD-ROM Error Correction LSI with Built-In SCSI Interface

	
LC895194
	


85Kb / 7P	   CD-ROM Error Correction LSI with On-Chip ATA-PI (IDE) Interface







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27

 28

 29

 30

 31

 32

 33

 34

 35

 36

 37

 38

 39

 40

 41

 42

 43

 44

 45

 46

 47

 48

 49

 50

 51

 52

 53

 54

 55

 56

 57

 58

 59

 60

 61

 62

 63

 64





Datasheet Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privacy Policy

	ALLDATASHEET.COM



	
Does ALLDATASHEET help your business so far?  [ DONATE ] 

	
About Alldatasheet   |  
Advertisement   |   
Datasheet Upload   |  
Contact us   |  
Privacy Policy   |   

Link Exchange   |  
Manufacturer List

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










