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	 Part #	 LTC6412CUFPBF
	
	Description	 800MHz, 31dB Range Analog-Controlled VGA 
	
	 Download	  24 Pages
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	Manufacturer	 LINER [Linear Technology]
	
	Direct Link	 http://www.linear.com
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LTC6412
2
6412f
Total Supply Voltage (VCC to GND)...........................3.8V
Ampliﬁer Input Current (+IN, –IN)........................±20mA
Ampliﬁer Output Current (+OUT, –OUT) ...............±70mA
Input Current (+VG, –VG, VREF, EN, SHDN ) .........±10mA
Input Current (VCM, DECL1, DECL2) ....................±10mA
RF Input Power, Continuous, 50Ω......................+15dBm
RF Input Power, 100μs pulse, 50Ω ....................+20dBm
Operating Temperature Range (Note 2).... –40°C to 85°C
Speciﬁed Temperature Range (Note 3) .... –40°C to 85°C
Storage Temperature Range................... –65°C to 150°C
Junction Temperature ........................................... 150°C
(Note 1)
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TJMAX = 150°C,
θJA = 37°C/W
EXPOSED PAD (PIN 25) IS GND, MUST BE SOLDERED TO PCB
ORDER INFORMATION
LEAD FREE FINISH
TAPE AND REEL
PART MARKING*
PACKAGE DESCRIPTION
SPECIFIED TEMPERATURE RANGE
LTC6412CUF#PBF
LTC6412CUF#TRPBF
6412
24-Lead (4mm
× 4mm) Plastic QFN
0°C to 70°C
LTC6412IUF#PBF
LTC6412IUF#TRPBF
6412
24-Lead (4mm
× 4mm) Plastic QFN
–40°C to 85°C
Consult LTC Marketing for parts speciﬁed with wider operating temperature ranges. *The temperature grade is identiﬁed by a label on the shipping container.
Consult LTC Marketing for information on non-standard lead based ﬁnish parts.
For more information on lead free part marking, go to: http://www.linear.com/leadfree/
For more information on tape and reel speciﬁcations, go to: http://www.linear.com/tapeandreel/
PIN CONFIGURATION
ABSOLUTE MAXIMUM RATINGS


		















	Similar Part No. - LTC6412CUFPBF



	
	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6412
	


3Mb / 28P	   16-Bit, 65Msps/40Msps/25Msps Low Power  Dual ADCs

	
LTC6412
	


1Mb / 28P	   Dual 12-Bit 310Msps ADC

	
LTC6412
	


1,020Kb / 36P	   12-Bit, 125Msps/105Msps/ 80Msps Low Power Dual ADCs

	
LTC6412
	


355Kb / 20P	   Dual 600MHz to 1.7GHz High Dynamic Range Downconverting Mixer

	
LTC6412
	


455Kb / 36P	   14-Bit, 125Msps/105Msps/ 80Msps Low Power Octal ADCs
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	Similar Description - LTC6412CUFPBF



	
	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6412
	


498Kb / 24P	   800MHz, 31dB Range Analog-Controlled VGA

	

Analog Devices	
ADL5202
	


1Mb / 29P	   Wide Dynamic Range, High Speed Digitally Controlled VGA

	
ADL5201
	


895Kb / 26P	   Wide Dynamic Range, High Speed, Digitally Controlled VGA

	

Maxim Integrated Produc...	
MAX2067
	


299Kb / 23P	   50MHz to 1000MHz High-Linearity, Serial/Analog-Controlled VGA

Rev 0; 4/08
	

Linear Technology	
LT5504
	


189Kb / 8P	   RF Frequency Range: 800MHz to 2.7GHz

	

Maxim Integrated Produc...	
MAX2064
	


3Mb / 20P	   Dual 50MHz to 1000MHz High-Linearity, Serial/Analog-Controlled VGA

Rev 0; 12/10
	
MAX2065
	


872Kb / 27P	   50MHz to 1000MHz High-Linearity, Serial/ Parallel-Controlled Analog/Digital VGA

Rev 0; 3/08
	

List of Unclassifed Man...	
EMCORE-T6032
	


94Kb / 1P	   Transmeta Crusoe 800MHz 3.5" Miniboard with VGA/LCD, LAN, USB, PCMCIA

	

Maxim Integrated Produc...	
MAX2062
	


3Mb / 24P	   Dual 50MHz to 1000MHz High-Linearity, Serial/Parallel-Controlled Analog/Digital VGA

Rev 2; 8/15
	

Analog Devices	
ADL5331
	


693Kb / 15P	   VGA with Gain Control Range
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