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Figure 10. Long-Term Drift
applicaTions inForMaTion
Figure 11. Hysteresis Plot –40°C to 125°C
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Figure 12. LTC6655-2.5 Power Consumption
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Figure 13. LTC6655-2.5 Maximum
Ambient Operating Temperature
Hysteresis
Thermal hysteresis is a measure of change of output
voltage as a result of temperature cycling. Figure 11
illustrates the typical hysteresis based on data taken from
theLTC6655-2.5.Aproprietarydesigntechniqueminimizes
thermal hysteresis.
Power Dissipation
Power dissipation for the LTC6655 depends on VIN and
load current. Figure 12 illustrates the power consump-
tion versus VIN under a no-load and 5mA load condition
at room temperature for the LTC6655-2.5. Other voltage
options display similar behavior.
The MSOP8 package has a thermal resistance (
θJA)
equal to 300°C/W. Under the maximum loaded condition,
the increase in die temperature is over 35°C. If operated at
these conditions with an ambient temperature of 125°C,
the absolute maximum junction temperature rating of
the device would be exceeded. Although the maximum
junction temperature is 150°C, for best performance it
is recommended to not exceed a junction temperature
of 125°C. The plot in Figure 13 shows the recommended
maximum ambient temperature limits for differing VINand
load conditions using a maximum junction temperature
of 125°C.
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	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6655
	


844Kb / 18P	   SOT-23 Precision Wide Supply High Output Drive Low Noise Reference

	
LTC6655
	


999Kb / 26P	   16-Bit, 250ksps, 짹10.24V True Bipolar, Pseudo-Differential Input ADC with 93.5dB SNR

	
LTC6655
	


1Mb / 50P	   18-Bit, 1Msps, 8-Channel SAR ADC with 100dB SNR

	
LTC6655
	


893Kb / 24P	   18-Bit, 1.6Msps, Pseudo-Differential Unipolar SAR

	
LTC6655
	


992Kb / 26P	   16-Bit, 1Msps, 짹10.24V True Bipolar, Pseudo-Differential Input ADC with 93.5dB SNR
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	Similar Description - LTC6655BHMS8-3.3PBF



	
	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6652AHMS8-2.5
	


381Kb / 20P	   Precision Low Drift Low Noise Buffered Reference

	
LTC6652
	


442Kb / 20P	   Precision Low Drift Low Noise Buffered Reference

	
LTC6652
	


337Kb / 16P	   Precision Low Drift Low Noise Buffered Reference

	
LTC6652_1208
	


464Kb / 20P	   Precision Low Drift Low Noise Buffered Reference

	
LTC6655
	


675Kb / 26P	   0.25ppm Noise, Low Drift Precision References

	
LT6657
	


1Mb / 24P	   1.5ppm/째C Drift, Low Noise, Buffered Reference

	

Linear Integrated Syste...	
LT6657AHMS8-5
	


747Kb / 22P	   1.5ppm C Drift, Low Noise, Buffered Reference

	

SG Micro Corp	
SGM4029
	


3Mb / 17P	   Low Noise, Low Drift,Precision Voltage Reference

SEPTEMBER2022-REV.A
	

Texas Instruments	
REF5010
	


2Mb / 28P	[Old version datasheet]   Low-Noise, Very Low Drift, Precision Voltage Reference

	
REF5010
	


1Mb / 28P	[Old version datasheet]   Low-Noise, Very Low Drift, Precision VOLTAGE REFERENCE







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22





Datasheet Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privacy Policy

	ALLDATASHEET.COM



	
Does ALLDATASHEET help your business so far?  [ DONATE ] 

	
About Alldatasheet   |  
Advertisement   |   
Datasheet Upload   |  
Contact us   |  
Privacy Policy   |   

Link Exchange   |  
Manufacturer List

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










