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	 Part #	 TC62D723FG
	
	Description	 16-Output constant current LED driver with the output gain control function and the PWM grayscale function 
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8-2-1) S1 command (The PWM data is transmitted to the PWM data register 2 or 3.)
Operation) In the number of SCK pulses at TRANS="H" is 2 or3, the following operation is executed.
1. The PWM data in the PWM data register 1 is transmitted to the PWM data register 2 or 3.
2. The automatic output open/short detection result data is transmitted to the 16-bit shift register. Note1
When internal PWM count is 1 to 21, the output open/short detection automatic operation is done.
3. The PWM output start.
● In the case of the one-shot PWM output mode
Note2
In the input of this command, the PWM output is turned on once.
When restarting by same PWM data, please input this command again.
● In the case of the
repeat PWM output mode Note2
In the input of this command, PWM output is output repeatedly.
In order to stop a PWM output, the input of a reset command is required.
Setting of PWM output mode is set by the S6 command.
Note) About the output operation when this command is input while PWM output.
1. When the PWM counter is the synchronous mode. Note3
After the present PWM output has ended, PWM output is started by new PWM data.
2. When the PWM counter is the asynchronous mode. Note3
The present PWM output is canceled and a PWM output is immediately
started by new PWM data.
Setting of PWM output synchronization is set by the S6 command.
Basic input pattern of S1 command)
The first SCK (signal X) after this command is used for transmission of the output open/short detection result
data. The input from SIN is not received. Note1
When internal PWM count is 1 to 21, the output open/short detection automatic operation is done.
Please do not input the first SCK (signal X) after S1 command during detection. Note1
Note1: This operation is performed when the output open/short detection function is “Active” setting.
The output open/short detection functions are set by S6 command.
Default setting is “Not Active”.
Note2: PWM output system is set by the S6 command.
Default setting is “Repeat PWM output mode”.
Note3: PWM output synchronization PWM resolution is set by the S6 command.
Default setting is “Synchronous mode”.


		















	Similar Part No. - TC62D723FG



	
	Manufacturer	Part #	Datasheet	Description
	

Marktech Corporate	
TC62D723FG
	


715Kb / 44P	   16-Output constant current LED driver

	
TC62D723FG
	


715Kb / 44P	   16-Output constant current LED driver
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	Manufacturer	Part #	Datasheet	Description
	

Toshiba Semiconductor	
TC62D723FNG
	


734Kb / 44P	   16-Output constant current LED driver with the output gain control function and the PWM grayscale function

	
TC62D722CFNG
	


771Kb / 43P	   16-Output constant current LED driver with the output gain control function and the PWM grayscale function

	
TC62D723FNAG
	


787Kb / 44P	   16-Output constant current LED driver with the output gain control function and the PWM grayscale function

	

Shindengen Electric Mfg...	
MTD2005
	


246Kb / 6P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2005F
	


272Kb / 6P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2003F
	


236Kb / 4P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2002F
	


240Kb / 4P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2005
	


226Kb / 4P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2007F
	


331Kb / 4P	   Constant Current Control Function (Fixed Frequency PWM Control)

	
MTD2003F
	


256Kb / 6P	   Constant Current Control Function (Fixed Frequency PWM Control)
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