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	 Part #	 HI5812
	
	Description	 CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold 
	
	 Download	  13 Pages
	
	Scroll/Zoom	

100% 

	
	Manufacturer	 INTERSIL [Intersil Corporation]
	
	Direct Link	 http://www.intersil.com/cda/home
	
	Logo	 
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FIGURE 13. FFT SPECTRUM
FIGURE 14. INTERNAL CLOCK FREQUENCY vs TEMPERATURE
FIGURE 15. EFFECTIVE BITS vs INPUT FREQUENCY
FIGURE 16. TOTAL HARMONIC DISTORTION vs INPUT
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FIGURE 17. SIGNAL NOISE RATIO vs INPUT FREQUENCY
Typical Performance Curves (Continued)
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	Similar Part No. - HI5812



	
	Manufacturer	Part #	Datasheet	Description
	

Intersil Corporation	
HI5812
	


365Kb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Renesas Technology Corp	
HI5812
	


1Mb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Intersil Corporation	
HI5812JIB
	


365Kb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Renesas Technology Corp	
HI5812JIB
	


1Mb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Intersil Corporation	
HI5812JIBZ
	


365Kb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold
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	Similar Description - HI5812



	
	Manufacturer	Part #	Datasheet	Description
	

Intersil Corporation	
HI5812
	


365Kb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Renesas Technology Corp	
HI5812
	


1Mb / 16P	   CMOS 20 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Intersil Corporation	
HI5810
	


423Kb / 12P	   CMOS 10 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	
HI5810
	


762Kb / 13P	   CMOS 10 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	
HI5813
	


153Kb / 11P	   CMOS 3.3V, 25 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	
HI5813
	


476Kb / 12P	   CMOS 3.3V, 25 Microsecond, 12-Bit, Sampling A/D Converter with Internal Track and Hold

	

Maxim Integrated Produc...	
MAX163
	


563Kb / 14P	   CMOS 12-Bit A/D Converters With Track-and-Hold

	

Intersil Corporation	
CA3310
	


355Kb / 16P	   CMOS, 10-Bit, A/D Converters with Internal Track and Hold

	
CA3310
	


120Kb / 15P	   CMOS, 10-Bit, A/D Converters with Internal Track and Hold

August 1997
	

Maxim Integrated Produc...	
MAX177
	


132Kb / 4P	   CMOS 10-Bit A/D Converter with Track-and-Hold
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