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LTC660
TYPICAL PERFORMANCE CHARACTERISTICS (Using Test Circuit in Figure 1)
Output Voltage and Efficiency
vs Load Current, V + = 5V
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	Similar Part No. - LTC660CN8



	
	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC660
	


238Kb / 12P	   100mA CMOS Voltage Converter

	
LTC6601-1
	


483Kb / 40P	   Low Noise, 0.5% Tolerance, 5MHz to 28MHz, Pin Confi gurable Filter/ADC Driver

	
LTC6601-1
	


495Kb / 40P	   Low Noise, 0.5 Tolerance, 5MHz to 28MHz, Pin Confi gurable Filter/ADC Driver

	
LTC6601-2
	


493Kb / 40P	   Low Power, Low Distortion, 5MHz to 27MHz, Pin Confi gurable Filter/ADC Driver

	
LTC6601-2
	


480Kb / 40P	   Low Power, Low Distortion, 5MHz to 27MHz, Pin Confi gurable Filter/ADC Driver
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	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC660
	


238Kb / 12P	   100mA CMOS Voltage Converter

	

Intersil Corporation	
ICL7662
	


223Kb / 10P	   CMOS Voltage Converter

	

Texas Instruments	
TL7660
	


335Kb / 19P	[Old version datasheet]   CMOS VOLTAGE CONVERTER

	

Renesas Technology Corp	
ICL7662
	


533Kb / 11P	   CMOS Voltage Converter

	

Silicon Supplies	
SIS7660
	


1Mb / 5P	   CMOS Voltage Converter

	

Texas Instruments	
TL7660
	


761Kb / 23P	[Old version datasheet]   CMOS VOLTAGE CONVERTER

	

Microchip Technology	
TC1121
	


150Kb / 14P	   100mA Charge Pump Voltage Converter with Shutdown

03/25/14
	
TC1121EOA713
	


462Kb / 14P	   100mA Charge Pump Voltage Converter with Shutdown

02/16/06
	
TC1121
	


442Kb / 14P	   100mA Charge Pump Voltage Converter with Shutdown

2002
	
TC1121
	


509Kb / 14P	   100mA Charge Pump Voltage Converter with Shutdown

2006
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