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	 Part #	 LTC6752-2
	
	Description	 280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs 
	
	 Download	  30 Pages
	
	Scroll/Zoom	
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	Manufacturer	 LINER [Linear Technology]
	
	Direct Link	 http://www.linear.com
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2
6752fb
For more information www.linear.com/LTC6752
absoluTe MaxiMuM raTings
Total Supply Voltage (VCC to VEE)
(LTC6752-2/LTC6752-3/LTC6752-4)....................5.5V
(LTC6752/LTC6752-1)..........................................3.6V
Total Supply Voltage (VDD to VEE)............................3.6V
Input Current (+IN, –IN, SHDN, LE/HYST)
(Note 2)................................................................ ±10mA
Output Current (Q, Q) (Note 3)............................ ±50mA
Specified Temperature Range (Note 4)
LTC6752I .............................................–40°C to 85°C
LTC6752H.......................................... –40°C to 125°C
Storage Temperature Range .................. –65°C to 125°C
Maximum Junction Temperature (Note 3)............. 150°C
Lead Temperature Soldering (10s) ........................300°C
(Note 1)
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EXPOSED PAD (PIN 13) IS VEE, MUST BE SOLDERED TO PCB
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TOP VIEW
SC6 PACKAGE
6-LEAD PLASTIC SC70
WITH SEPARATE INPUT/OUTPUT SUPPLIES
TJMAX = 150°C, θJA = 270°C/W (NOTE 3)
pin conFiguraTion
Table 1. Features and Part Numbers
PART#
LATCHING/ADJUSTABLE
HYSTERESIS
SEPARATE INPUT/
OUTPUT SUPPLIES
SHUTDOWN
COMPLEMENTARY
OUTPUTS
PACKAGE OFFERING
LTC6752
TSOT-23-5
LTC6752-1
l
SC70-6
LTC6752-2
l
l
l
MS8
LTC6752-3
l
l
l
l
3mm × 3mm QFN
LTC6752-4
l
SC70-6


		















	Similar Part No. - LTC6752-2_15



	
	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6752-2
	


700Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	

Analog Devices	
LTC6752-2
	


700Kb / 30P	   Comparator Family with Rail-to-Rail Inputs
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	Manufacturer	Part #	Datasheet	Description
	

Linear Technology	
LTC6752-1
	


547Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	
LTC6752-3
	


547Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	
LTC6752-4
	


547Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	
LTC6752
	


700Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	
LTC6752
	


547Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	

Analog Devices	
LTC6752
	


700Kb / 30P	   Comparator Family with Rail-to-Rail Inputs

	

Global Mixed-mode Techn...	
G1335
	


160Kb / 1P	   Rail-to-Rail CMOS Comparator with Open-Drain Output

	

STMicroelectronics	
TSM221
	


90Kb / 11P	   DUAL CMOS RAIL TO RAIL OPERATIONAL AMPLIFIER AND DUAL CMOS COMPARATOR

	

Texas Instruments	
LMC7211
	


431Kb / 18P	[Old version datasheet]   Tiny CMOS Comparator with Rail-to-Rail Input and Push-Pull Output

	

National Semiconductor ...	
LMC7211
	


328Kb / 13P	   Tiny CMOS Comparator with Rail-to-Rail Input and Push-Pull Output
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