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2.5V, ±15kV ESD-Protected RS-232
Transceivers for PDAs and Cell Phones
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_______________________________________________________________________________________
Typical Operating Characteristics
(VCC = VL = +2.5V, TA = +25°C, unless otherwise noted.)
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	Manufacturer	Part #	Datasheet	Description
	

Maxim Integrated Produc...	
MAX338
	


182Kb / 12P	   짹15kV ESD-Protected, 3.0V to 5.5V, Low-Power, up to 250kbps, True RS-232 Transceiver

19-1437; Rev 1; 10/99
	
MAX338
	


257Kb / 14P	   2.35V to 5.5V, 1關A, 2Tx/2Rx RS-232 Transceivers with 짹15kV ESD-Protected I/O and Logic Pins

	
MAX338
	


155Kb / 13P	   8-Channel/Dual 4-Channel, Low-Leakage, CMOS Analog Multiplexers

Rev 4; 4/12
	
MAX338
	


1Mb / 13P	   8-Channel/Dual 4-Channel, Low-Leakage, CMOS Analog Multiplexers

19-0272; Rev 6; 5/19
	
MAX3380E
	


257Kb / 14P	   2.35V to 5.5V, 1關A, 2Tx/2Rx RS-232 Transceivers with 짹15kV ESD-Protected I/O and Logic Pins
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	Manufacturer	Part #	Datasheet	Description
	

Maxim Integrated Produc...	
MAX3386E
	


156Kb / 12P	   3.0V, 짹15kV ESD-Protected RS-232 Transceiver for PDAs and Cell Phones

19-1529; Rev 1; 10/99
	
MAX3387E
	


181Kb / 16P	   3V, 짹15kV ESD-Protected, AutoShutdown Plus RS-232 Transceiver for PDAs and Cell Phones

19-1561; Rev 1; 10/99
	
MAX3387E
	


171Kb / 14P	   3V, ±15kV ESD-Protected, AutoShutdown Plus RS-232 Transceiver for PDAs and Cell Phones

Rev 3; 6/10
	
MAX202E
	


395Kb / 25P	   짹15kV ESD-Protected,5V RS-232 Transceivers

Rev 7; 1/15
	
MAX3228E-MAX3229E
	


227Kb / 15P	   짹15kV ESD-Protected 2.5V to 5.5V RS-232 Transceivers in UCSP

Rev 1; 5/04
	

Intersil Corporation	
ISL81387
	


1Mb / 27P	   짹15kV ESD Protected, Dual Protocol (RS-232/RS-485) Transceivers

	

Maxim Integrated Produc...	
MAX3316E
	


190Kb / 16P	   짹15kV ESD-Protected, 2.5V, 1關A, 460kbps, RS-232 Compatible Transceivers

Rev 0; 1/00
	

Intersil Corporation	
ISL3330
	


950Kb / 25P	   3.3V, 짹15kV ESD Protected, Dual Protocol RS-232/RS-485 Transceivers

	

Renesas Technology Corp	
ISL81387
	


1Mb / 27P	   짹15kV ESD Protected, 5V, Dual Protocol (RS-232/RS-485) Transceivers

	
ISL3330
	


1Mb / 25P	   3.3V, 짹15kV ESD Protected, Dual Protocol (RS-232/RS-485) Transceivers
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