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These devices have limited built-in ESD protection. The leads should be shorted together or the device placed in conductive foam
during storage or handling to prevent electrostatic damage to the MOS gates.
ORDERING INFORMATION(1)
TEMPERATURE
PINS
PACKAGE
ORDERING NUMBER
RANGE
–40°C to 125°C
32
QFN
TPS40322RHB
(1)
For the most current package and ordering information, see the Package Option Addendum at the end
of this document, or see the TI website at www.ti.com.
ABSOLUTE MAXIMUM RATINGS
(1)
Over operating free-air temperature range, all voltages are with respect to GND (unless otherwise noted)
VALUE
UNIT
MIN
MAX
VDD
–0.3
22
SW1, SW2
–3
27
SW1, SW2 (< 100 ns pulse width)
–5
SW1, SW2 (< 10 ns pulse width)
–7.5
30
BOOT1, BOOT2
–0.3
30
Voltage Range
V
BOOT1, BOOT2 (< 10 ns pulse width)
–0.5
33
BP6
–0.3
7
HDRV1, HDRV2
–2
30
BOOT1-SW1, BOOT2-SW2, HDRV1-SW1, HDRV2-SW2
–0.3
7
(differential from BOOT or HDRV to SW)
All other pins
–0.3
7
TJ Operating temperature
–40
145
°C
Temperature
Tstg Storage temperature
–55
150
°C
Human Body Model (HBM)
2000
V
Electrostatic disharge
Charged Device Model (CDM)
1500
V
(1)
Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress ratings
only, and functional operation of the device at these or any other conditions beyond those indicated under Recommended Operating
Conditions is not implied. Exposure to absolute maximum rated conditions for extended periods may affect device reliability.
RECOMMENDED OPERATING CONDITIONS
MIN
MAX
UNIT
VVDD
Input operating voltage
3
20
V
TJ
Operating junction temperature
–40
125
°C
2
Submit Documentation Feedback
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	Manufacturer	Part #	Datasheet	Description
	

Texas Instruments	
TPS40322
	


1Mb / 47P	[Old version datasheet]   Dual Output or Two-Phase Synchronous Buck Controller
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	Manufacturer	Part #	Datasheet	Description
	

Texas Instruments	
TPS40322
	


1Mb / 47P	[Old version datasheet]   Dual Output or Two-Phase Synchronous Buck Controller

	
TPS40322
	


1,023Kb / 40P	[Old version datasheet]   Dual Output or Two-Phase Synchronous Buck Controller

	
TPS40422
	


965Kb / 54P	[Old version datasheet]   Dual-Output or Two-Phase Synchronous Buck Controller with PMBus

	
TPS40422
	


2Mb / 71P	[Old version datasheet]   Dual-Output or Two-Phase Synchronous Buck Controller with PMBus Interface

	
TPS5120-Q1
	


325Kb / 21P	[Old version datasheet]   DUAL OUTPUT, TWO-PHASE SYNCHRONOUS BUCK DC/DC CONTROLLER

	
TPS5120
	


840Kb / 23P	[Old version datasheet]   DUAL OUTPUT, TWO-PHASE SYNCHRONOUS BUCK DC/DC CONTROLLER

	
TPS5120
	


858Kb / 24P	[Old version datasheet]   DUAL OUTPUT,TWO-PHASE SYNCHRONOUS BUCK DC/DC CONTROLLER

	
TPS5120-EP
	


483Kb / 23P	[Old version datasheet]   DUAL OUTPUT, TWO-PHASE SYNCHRONOUS BUCK DC/DC CONTROLLER

	
TPS5120
	


291Kb / 20P	[Old version datasheet]   DUAL OUTPUT, TWO PHASE SYNCHRONOUS BUCK DC/DC CONTROLLER

	

Semtech Corporation	
SC2443
	


1Mb / 22P	   Dual-Phase Single or Two Output Synchronous Step-Down Controller
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