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Input:
40-65V
Output:
12.0V
Current:
38A
Package:
Eighth-brick
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Figure 1: Efficiency at nominal output voltage vs. load current for minimum,
nominal, and maximum input voltage at 25°C.
Figure 2: Efficiency at nominal output voltage and 60% rated power vs. airflow
rate for ambient air temperatures of 25°C, 40°C, and 55°C (nominal input
voltage).
Figure 3: Power dissipation at nominal output voltage vs. load current for
minimum, nominal, and maximum input voltage at 25°C.
Figure 4: Power dissipation at nominal output voltage and 60% rated power
vs. airflow rate for ambient air temperatures of 25°C, 40°C, and 55°C (nominal
input voltage).
Figure 5: Maximum output current derating curve vs. ambient air temperature
(with baseplate only) at different airflow rates with air flowing from output to
input (nominal input voltage).
Figure 6: Maximum output power derating curve vs. ambient air temperature
(with baseplate only) at different airflow rates with air flowing from output to
input (nominal input voltage).
Technical Figures
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	Manufacturer	Part #	Datasheet	Description
	

SynQor Worldwide Headqu...	
BQ57120QEw50xyz-G
	


2Mb / 14P	   Industry standard quarter-brick pin-out configuration

	
BQ57120QEX50
	


2Mb / 14P	   Industry standard quarter-brick pin-out configuration

	
BQ57120QZB67
	


2Mb / 13P	   Industry standard quarter-brick pin-out configuration

	
BQ57120QZw67xyz-G
	


2Mb / 13P	   Industry standard quarter-brick pin-out configuration
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	Manufacturer	Part #	Datasheet	Description
	

Bel Fuse Inc.	
0RQB-C5U54H
	


457Kb / 11P	   Output Over-Voltage Protection Over Temperature Protection

	

FSP TECHNOLOGY INC.	
FSP100-50LG
	


145Kb / 1P	   Output over voltage protection

	
FSP180-50LE
	


147Kb / 1P	   Output over voltage protection

	
FSP180-50LH
	


152Kb / 1P	   Output over voltage protection

	

SynQor Worldwide Headqu...	
BQ57090QZB84
	


2Mb / 13P	   Output over-voltage protection

	

Bel Fuse Inc.	
0RQB-D0W12L
	


1,000Kb / 14P	   Output Over-voltage Protection

	
0RQB-50Y48X
	


1Mb / 25P	   Output Over-Voltage Protection

	

Delta Electronics, Inc.	
Q48SQ12018
	


729Kb / 13P	   Hiccup output over voltage protection(OVP)

	

Sparkle Power Inc.	
FSP200-63DL12V
	


48Kb / 1P	   Output over voltage, short circuit, and over current protection

	

Bel Fuse Inc.	
0RQB-E0S11B
	


550Kb / 13P	   Input Under-Voltage Lockout Output Over-Voltage Protection
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