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LTC6911-1/LTC6911-2
2
sn691112 691112fs
Total Supply Voltage (V+ to V–) .............................. 11V
Input Current .....................................................
±10mA
Operating Temperature Range (Note 2)
LTC6911C-1/LTC6911C-2 .................. – 40
°C to 85°C
LTC6911I-1/LTC6911I-2 .................... – 40
°C to 85°C
LTC6911H-1/LTC6911H-2 ................ – 40
°C to 125°C
Specified Temperature Range (Note 3)
LTC6911C-1/LTC6911C-2 .................. – 40
°C to 85°C
LTC6911I-1/LTC6911I-2 .................... – 40
°C to 85°C
LTC6911H-1/LTC6911H-2 ................ – 40
°C to 125°C
Storage Temperature Range ................. – 65
°C to 150°C
Lead Temperature (Soldering, 10 sec).................. 300
°C
ORDER PART NUMBER
TJMAX = 150°C, θJA = 230°C/W
LTC6911CMS-1
LTC6911IMS-1
LTC6911HMS-1
LTC6911CMS-2
LTC6911IMS-2
LTC6911HMS-2
(Note 1)
ABSOLUTE
AXI U
RATI GS
PACKAGE/ORDER I FOR ATIO
Table 1 (LTC6911-1)
NOMINAL
NOMINAL
INPUT
DIGITAL INPUTS
VOLTAGE GAIN
Dual 5V
Single 5V
Single 3V
IMPEDANCE
G2
G1
G0
Volts/Volt
(dB)
Supply
Supply
Supply
(k
Ω)
0
0
0
0
–120
10
5
3
(Open)
0
0
1
–1
0
10
5
3
10
0
1
0
–2
6
5
2.5
1.5
5
0
1
1
–5
14
2
1
0.6
2
1
0
0
–10
20
1
0.5
0.3
1
1
0
1
–20
26
0.5
0.25
0.15
1
1
1
0
–50
34
0.2
0.1
0.06
1
1
1
1
–100
40
0.1
0.05
0.03
1
GAI SETTI GS A D PROPERTIES
1
2
3
4
5
INA
AGND
INB
G0
G1
10
9
8
7
6
OUTA
V–
OUTB
V+
G2
TOP VIEW
MS PACKAGE
10-LEAD PLASTIC MSOP
Consult LTC Marketing for parts specified with wider operating temperature ranges.
MAXIMUM LINEAR INPUT RANGE (VP-P)
MS PART MARKING
LTAHK
LTAHM
LTBCF
LTAHH
LTAHJ
LTBCG
Table 2 (LTC6911-2)
NOMINAL
NOMINAL
INPUT
DIGITAL INPUTS
VOLTAGE GAIN
Dual 5V
Single 5V
Single 3V
IMPEDANCE
G2
G1
G0
Volts/Volt
(dB)
Supply
Supply
Supply
(k
Ω)
0
0
0
0
–120
10
5
3
(Open)
0
0
1
–1
0
10
5
3
10
0
1
0
–2
6
5
2.5
1.5
5
0
1
1
–4
12
2.5
1.25
0.75
2.5
1
0
0
–8
18.1
1.25
0.625
0.375
1.25
1
0
1
–16
24.1
0.625
0.3125
0.188
1.25
1
1
0
–32
30.1
0.3125
0.156
0.094
1.25
1
1
1
–64
36.1
0.156
0.078
0.047
1.25
MAXIMUM LINEAR INPUT RANGE (VP-P)
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235Kb / 20P	   Dual Matched Amplifiers with Digitally Programmable Gain in MSOP
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235Kb / 20P	   Dual Matched Amplifiers with Digitally Programmable Gain in MSOP
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235Kb / 20P	   Dual Matched Amplifiers with Digitally Programmable Gain in MSOP
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251Kb / 24P	   Digitally Controlled Programmable Gain Amplifiers in SOT-23
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251Kb / 24P	   Digitally Controlled Programmable Gain Amplifiers in SOT-23

	
LTC6910-1
	


250Kb / 24P	   Digitally Controlled Programmable Gain Amplifiers in SOT-23
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251Kb / 24P	   Digitally Controlled Programmable Gain Amplifiers in SOT-23
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252Kb / 7P	   DIGITALLY-PROGRAMMABLE-GAIN AMPLIFIER

	

Linear Technology	
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423Kb / 24P	   Dual Programmable Gain Amplifiers with Serial Digital Interface
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417Kb / 24P	   Dual Programmable Gain Amplifiers with Serial Digital Interface
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1Mb / 32P	   Dual Programmable Filters Variable Gain Amplifiers
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